S.0.R 2015-2016.

(A) WORK UPTO PLINTH LEVEL

Item
No.

DTSNO

Description

Qty.

Rate

per

Amount

Excavation for foundation includ.sorting out & stacking
of useful materials & disposing of the excavated stuff
upto 50 mt. Lead & dll lift, watering etc. Comp. With
Machinaries

(A) loose or soft soil

(1)0 To 1.5 mt. Depth

1580.00

67.97

CM

107392.60

(11)1.5To 3.0 MT Depth

1580.00

75.35

CM

119053.00

(1) 3.0To 5.0 MT Depth

655.00

82.62

CM

54116.10

Carting & hauling of excavated soil for distance of avg.
3 km (R&B SOR 15-16, Statement No. 05(A), P. No.
302, Item 3.2.1 A)

814.00

148.59

CM

120953.24

112A

Providing & laying Limetsoil+sand Stabilization in
foundation including spreding ,leveling & compacting
etc comp. (RA-)

(A) Foundation

1050.00

216.00

SM

226800.00

112B

Providing Dry Rubble Pitching of various thicknessto
required grade including trimming of earth work hand
packing the interstics with Quarry Spalls complete for all
leads and lifts.

(A) Foundation and plinth - MR

0.00

1464.00

CM

0.00

1B

Boring holes 3.5 mt.deep in ordinary soil (for cast in situ
piles) & disposal of the surplus excavated soil as
directed within alead of 50 M. For following diameter
of piles.

(2) 250 m.m.

60.00

189.48

RM

11368.56

Providing & laying cement concrete 1:4:8 (1 cement:4|
sand:8 graded stone agg. 40 mm nominal size) & curing
comp. incl.cost of form work in

(A) Foundation and Plinth

0.00

2259.37

CM

0.00

Providing & laying C.C 1:3:6 (1cement :3 coarse sand :6
Crushed stone agg 20m.m Nominal size)&curing comp.
incl. cost of formwork in:

(A) Foundation and Plinth

468.00

2510.86

CM

1175082.48

24

Providing, mixing, placing, compacting by machine
vibrator, curing, testing M35 Design mix concrete as per
IS 456:2000 (latest revision) as per tender specification
in all items including cost of form work and rendering
but excluding cost of reinforcement.

(A) foundation, footing, base of columns and mass
concrete AS PER RA

555.00

4143.83

CM

2299825.65

26

Providing, mixing, placing, compacting by machine
vibrator, curing, testing M30 Design mix concrete as per
IS 456:2000 (latest revision) as per tender specification
in all items including cost of form work and rendering

but excluding cost of reinforcement.
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(A) foundation, footing, base of columns and mass
concrete

0.00

4050.10

CM

0.00

10

25

Providing, mixing, placing, compacting by machine
vibrator, curing, testing M35 Design mix concrete as per
IS 456:2000 (latest revision) as per tender specification
in all items including cost of form work and rendering
but excluding cost of reinforcement. (RA-)

(A) COLUMNS:

(1) Having cross sectional area upto 0.08

upto G.L./P.L.

0.00

8291.90

CM

0.00

(2) Having cross sectional area more than 0.08 and up to
0.12sg. mt.

upto G.L./P.L.

5.00

7563.69

CM

37818.45

(3) Having cross sectional area more than 0.12 sg. mt.

upto G.L./P.L.

94.00

6711.25

CM

630857.50

(B) Beam:

(1) Having cross sectional area upto 0.08 sm.

upto G.L./P.L.

0.00

6942.54

C.M.

0.00

(2) Having cross sectional area more than 0.08 sg. mt
and upto 0.12 sg.mt.

upto G.L./P.L.

0.00

6471.88

CM

0.00

(3) Having cross sectional area morethan 0.12 sq.mt.

upto G.L./P.L.

154.50

5921.43

CM

914860.94

(C) Siab:

(1) Slabs having more than 8 Cm & upto 10 Cm
thickness.

Basement Floor

0.00

6257.76

C.M.

0.00

(2) Slabs having more than 10 Cm & upto 13 Cm
thickness.

Basement Floor

0.00

5981.02

CM

0.00

(3) Slabs having more than 13 Cm thickness.

Basement Floor

0.00

5704.28

CM

0.00

10A

28

Providing, mixing, placing, compacting by machine
vibrator, curing, testing Cement Concrete M35 Expose
work as per 1S 456:2000 (latest revision) as per tender
specification in all itemsincluding cost of form work and
rendering but excluding cost of reinforcement. (RA-)

PARDI

upto G.L./P.L.

66.00

7344.37

CM

484728.42

11

27

Providing, mixing, placing, compacting by machine
vibrator, curing, testing M30 Design mix concrete as per
IS 456:2000 (latest revision) as per tender specification
in all items including cost of form work and rendering
but excluding cost of reinforcement. (RAC)

(A) COLUMNS:

(1) Having cross sectional area upto 0.08

upto G.L./P.L.

4.00

8171.81

CM

32687.24

(2) Having cross sectional area more than 0.08 and up to
0.12sg. mt.

upto G.L./P.L.

0.00

7443.60

CM

0.00

(3) Having cross sectional area more than 0.12 sg. mt.

upto G.L./P.L.

0.00

6591.16

CM

0.00

(B) Beam:

(1) Having cross sectional area upto 0.08 sm.

upto G.L./P.L.

0.00

6822.45

C.M.

0.00
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(2) Having cross sectional area more than 0.08 sg. mt

and upto 0.12 sg.mt.

upto G.L./P.L. 0.00 6351.79 CM 0.00

(3) Having cross sectional area morethan 0.12 sq.mt.

upto G.L./P.L. 0.00 5801.34 CM 0.00

(C) Slab:

(1) Slabs having more than 8 Cm & upto 10 Cm

thickness.

Basement Floor 0.00 6137.67 C.M. 0.00

(2) Slabs having more than 10 Cm & upto 13 Cm

thickness.

Basement Floor 0.00 5860.93 CM 0.00

(3) Slabs having more than 13 Cm thickness.

Basement Floor 0.00 5584.19 CM 0.00

(D) PARDI

upto G.L./P.L. 0.00 6477.03 CM 0.00
12 12A  |Providing and fixing TMT bars Fe500 steel

reinforcement for R.C.C. work including binding,

bending and placing in position as per design & BBS of

structural consultant etc. comp. Upto G.L./P.L.

Upto G.L./P.L. 122270.00 44.84 Kg. 5482586.80
13 35  [Brick work using common burnt clay building bricks

having crushing strength not less than 35 kg./Sg.Cm. in

foundation and plinth in Lime Mortar 1. 2 (1- Lime

putty : 2 -fine sand)(C) Fly Ash Bricks (R&B SOR - 71,

, 06005BA)

upto G.L./P.L. 70.00 3072.42 CM 215069.40
14 1A [Filling in trenches with available excavated soil incl.

Waterlhg and c.onsollda.tlng etg. comp |n.cIu. $pread|ng 3008.00 79.79 cM 240008.32

the available soil as per instruction of engineer in charge

etc.complete.
15 1C [Filling in foundation and plinth with yellow or selected

soil in layer of 20 cm thickness including watering 2900.00 254.52 CM 738108.00

ramming and consolidationg etc.comp.
16 94 |Providing and applying 20mm. thick sand faced

cement plaster on walls or similar surfaces at al floor,

levels,consisting of 12mm avrerage thick backing coat of

C.M. 1:3 (1 cement :3 sand ) and 8mm thick finishing

coat of C.M. 1:1(1 cement :1sand).

upto G.L./P.L. 290.00 210.08 SM 60923.20
17 91 |Providing and applying 10mm. thick cement plaster in

single coat on brick/concretewalls for plastering and

finished even and smooth with a floating coat of near

cement slurry mixed with proportion etc. complete in

cement mortar 1:3 (1 cement : 3 sand )

(A) for Wall and Similar Surfaces 0.00 114.13 SM 0.00

(B) for Ceiling & Soffits 0.00 129.89 SM 0.00
18 | 154,155 |[NOTE :- (1) The whole work is to be executed through|

specialized agency with a guarantee of 10 (Ten) years
given on a prescribed proforma duly stamped (2) The|
rate shall include for work at al floors & conducting

water proof test as directed. (M.R.)
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Proiding & laying water proofing treatment to vertical
and horizontal surfaces like consisting of (a) | course of
applying cement slurry 4.4 kg per sg.mt. mixed with
water proofing compound confirming to 1S:2645 in
rcommended proportions. (b) Il corse of 20mm cement
plaster 1:3 mixed with water proofing compound in
recommended proportion (c) 11l course of applying
blown or / resideal bitumen applied hot at 1.7 kg per sqm
of area. (d) IV course of 400mm micron th. PVC sheet.
(Overlaps at joints of PVC sheet should be 200mm wide
and pasted to each other with bitumen about 1.7 kg./

sqm.)

0.00

430.00

SM

0.00

19

78

Providing and laying polished kota stone of machine
cut edge slab 22mmth.in riser of steps or treads, dedo
and pillars, centre piece not less than 1.2 mt. in width
and side as per design, laid on 10 mm. thick cement
morater 1:3 (lcement : 3 coarse sand ) joined and
polished etc. complete.

Ground Floor

0.00

651.45

SM

0.00

20

75

Providing & laying granite slab 18mm thick in flooring,
treads of steps and landing laid on bed of 20mm thick
cement mortar 1:6 (1 Cement : 6 coarse sand) or lime
mortar 1:1.5 laid and finished with flush pointing in
white or colour cement including rubbing and polishing
complete. (Basic Rate:- Rs.1614.00/S.M.)

Ground Floor

335.00

2374.00

SM

795290.00

21

76

Providing & laying granite slab 18mm thick in skirting,
risers of steps, dedo and pillars laid on 10mm thick
cement mortar 1:4 (1 Cement : 4 Coarse sand) and
finished with flush pointing in white or colour cement
including rubbing & polishing comp.. (Basic Rate:-
Rs.1614.0/SM.)

Ground Floor

10.00

2409.00

SM

24090.00

22

Carrying out plinth treatment to post constrution/existing
structrue by spraying chemical solution for termite
control  treatment including labour and materia
consistent with |.S.| specification (R&B SOR 15-16, CH
22 P. No. 182, Rate 52.10)

0.00

52.62

SM

0.00

23

Extra for Providing & Mixing Water Proofing Material
in Cement Concrete in mix proportion recommended by
manufacturers. (R&B SOR 15-16, CH 5 P. No. 51, Rate
57.40)

500.00

57.97

Lit

28987.00

Total amount upto plinth

13,800,606.90

(B) WORK ABOVE PLINTH LEVEL

24

25

Providing, mixing, placing, compacting by machine
vibrator, curing, testing M35 Design mix concrete as per
IS 456:2000 (latest revision) as per tender specification
in al items including cost of form work and rendering
but excluding cost of reinforcement. (RA-)

(A) Columns:
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(1) Having cros sectional area upto 0.08 sq. mt

Ground Floor 0.00 8291.90 CM 0.00
First Floor 0.00 8325.50 CM 0.00
Second Floor 0.00 8359.10 CM 0.00
Third Floor 0.00 8392.70 CM 0.00
Fourth Floor 0.00 8426.30 CM 0.00
At Terrece Floor 0.00 8459.90 CM 0.00
At Lift cabin & OHWT 0.00 8493.50 CM 0.00
(2) Having c/sarea > 0.08 & upto 0.12 sg.mt.

Ground Floor 0.00 7563.69 CM 0.00
First Floor 0.00 7597.29 CM 0.00
Second Floor 0.00 7630.89 CM 0.00
Third Floor 0.00 7664.49 CM 0.00
Fourth Floor 0.00 7698.09 CM 0.00
At Terrece Floor 0.00 7731.69 CM 0.00
At Lift cabin & OHWT 0.00 7765.29 CM 0.00
(3) Having cros sectional area > 0.12 sq.mt.

Ground Floor 101.00 6711.25 CM 677836.25
First Floor 101.00 6744.85 CM 681229.85
Second Floor 101.00 6778.45 CM 684623.45
Third Floor 76.00 6812.05 CM 517715.80
Fourth Floor 69.00 6845.65 CM 472349.85
At Terrece Floor 30.00 6879.25 CM 206377.50
At Lift cabin & OHWT 7.00 6912.85 CM 48389.95
(B) Beam:

(1) Having cros sectional area upto 0.08 sq. mt

Ground Floor 0.00 6942.54 CM 0.00
First Floor 0.00 6976.14 CM 0.00
Second Floor 0.00 7009.74 CM 0.00
Third Floor 0.00 7043.34 CM 0.00
Fourth Floor 0.00 7076.94 CM 0.00
At Stair cabin 0.00 7110.54 CM 0.00
At Lift cabin & OHWT 0.00 714414 CM 0.00
(2) Having c/sarea > 0.08 & upto 0.12 sg.mt.

Ground Floor 6.00 6471.88 CM 38831.28
First Floor 0.00 6505.48 CM 0.00
Second Floor 0.00 6539.08 CM 0.00
Third Floor 0.00 6572.68 CM 0.00
Fourth Floor 0.00 6606.28 CM 0.00
At Stair cabin 18.00 6639.88 CM 119517.84
At Lift cabin & OHWT 17.00 6673.48 CM 113449.16
(3) Having cross sectional area> 0.12 sg.mt.

Ground Floor 191.00 5921.43 CM 1130993.13
First Floor 128.00 5955.03 CM 762243.84
Second Floor 190.00 5988.63 CM 1137839.70
Third Floor 128.00 6022.23 CM 770845.44
Fourth Floor 171.00 6055.83 CM 1035546.93
At Stair cabin 0.00 6089.43 CM 0.00
At Lift cabin & OHWT 0.00 6123.03 CM 0.00
(C) Sab:

(1) Having cross sectional area up to 0.08 sq. mt.

Ground Floor 0.00 6257.76 CM 0.00
First Floor 0.00 6291.36 CM 0.00
Second Floor 0.00 6324.96 CM 0.00
Third Floor 0.00 6358.56 CM 0.00
Fourth Floor 0.00 6392.16 CM 0.00
At Stair cabin 0.00 6425.76 CM 0.00
At Lift cabin & OHWT 0.00 6459.36 CM 0.00
(2) Having cross sectional area more than 0.08 sg. mt

and upto 0.12 sg.mt.

Ground Floor 0.00 5981.02 CM 0.00
First Floor 0.00 6291.36 CM 0.00
Second Floor 0.00 6324.96 CM 0.00
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Third Floor 0.00 6358.56 CM 0.00

Fourth Floor 0.00 6392.16 CM 0.00

At Stair cabin 0.00 6425.76 CM 0.00

At Lift cabin & OHWT 0.00 6459.36 CM 0.00

(3) Having cross sectional area> 12 cm th.

Ground Floor 294.00 5704.28 CM 1677058.32

First Floor 205.00 5737.88 CM 1176265.40

Second Floor 294.00 5771.48 CM 1696815.12

Third Floor 205.00 5805.08 CM 1190041.40

Fourth Floor 210.00 5838.68 CM 1226122.80

At Stair cabin 25.00 5872.28 CM 146807.00

At Lift cabin & OHWT 25.00 5905.88 CM 147647.00
24A 28 |Providing, mixing, placing, compacting by machine

vibrator, curing, testing Cement Concrete M35 Expose

work as per 1S 456:2000 (latest revision) as per tender

specification in al itemsincluding cost of form work and

rendering but excluding cost of reinforcement. (RA-)

D) R.C.C. PARDI

Ground Floor 83.00 7344.37 CM 609582.71

First Floor 118.00 7377.97 CM 870600.46

Second Floor 101.00 7411.57 CM 748568.57

Third Floor 99.00 7445.17 CM 737071.83

Fourth Floor 82.00 7478.77 CM 613259.14

At Terrece Floor 42.00 7512.37 CM 315519.54

At Stair cabin 12.00 7545.97 CM 90551.64

25 27 |Providing, mixing, placing, compacting by machine

vibrator, curing, testing M30 Design mix concrete as per

IS 456:2000 (latest revision)and as per tender

specification in all itemsincluding cost of form work and

rendering but excluding cost of reinforcement for

reinforced concrete work in(RA-)

(A) Columns:

(1) Having cros sectional area upto 0.08 sq. mt

Ground Floor 0.00 8171.81 CM 0.00

First Floor 0.00 8205.41 CM 0.00

Second Floor 0.00 8239.01 CM 0.00

Third Floor 0.00 8272.61 CM 0.00

Fourth Floor 0.00 8306.21 CM 0.00

At Terrece Floor 0.00 8339.81 CM 0.00

At Lift cabin & OHWT 0.00 837341 CM 0.00

(2) Having c/sarea > 0.08 & upto 0.12 sg.mt.

Ground Floor 0.00 7443.60 CM 0.00

First Floor 0.00 7477.20 CM 0.00

Second Floor 0.00 7510.80 CM 0.00

Third Floor 0.00 7544.40 CM 0.00

Fourth Floor 0.00 7578.00 CM 0.00

At Terrece Floor 0.00 7611.60 CM 0.00

At Lift cabin & OHWT 0.00 7645.20 CM 0.00

(3) Having cros sectional area> 0.12 sq.mt.

Ground Floor 0.00 6591.16 CM 0.00

First Floor 0.00 6624.76 CM 0.00

Second Floor 0.00 6658.36 CM 0.00

Third Floor 0.00 6691.96 CM 0.00

Fourth Floor 0.00 6725.56 CM 0.00

At Terrece Floor 0.00 6759.16 CM 0.00

At Lift cabin & OHWT 0.00 6792.76 CM 0.00

(B) Beam:

(1) Having c/sarea up to 0.08 sg. mt.
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Ground Floor 0.00 6822.45 CM 0.00
First Floor 0.00 6856.05 CM 0.00
Second Floor 0.00 6889.65 CM 0.00
Third Floor 0.00 6923.25 CM 0.00
Fourth Floor 0.00 6956.85 CM 0.00
At Stair cabin 0.00 6990.45 CM 0.00
At Lift cabin & OHWT 0.00 7024.05 CM 0.00
(2) Having c/sarea > 0.08 & upto 0.12 sg.mt.

Ground Floor 0.00 6351.79 CM 0.00
First Floor 0.00 6385.39 CM 0.00
Second Floor 0.00 6418.99 CM 0.00
Third Floor 0.00 6452.59 CM 0.00
Fourth Floor 0.00 6486.19 CM 0.00
At Stair cabin 0.00 6519.79 CM 0.00
At Lift cabin & OHWT 0.00 6553.39 CM 0.00
(3) Having cros sectional area> 0.12 sq.mt.

Ground Floor 0.00 5801.34 CM 0.00
First Floor 0.00 5834.94 CM 0.00
Second Floor 0.00 5868.54 CM 0.00
Third Floor 0.00 5902.14 CM 0.00
Fourth Floor 0.00 5935.74 CM 0.00
At Stair cabin 0.00 5969.34 CM 0.00
At Lift cabin & OHWT 0.00 6002.94 CM 0.00
(C) Slab:

(1) Slabshaving>8 Cm & upto 10 Cm th.

Ground Floor 0.00 6137.67 CM 0.00
First Floor 0.00 6171.27 CM 0.00
Second Floor 0.00 6204.87 CM 0.00
Third Floor 0.00 6238.47 CM 0.00
Fourth Floor 0.00 6272.07 CM 0.00
At Stair cabin 0.00 6305.67 CM 0.00
At Lift cabin & OHWT 0.00 6339.27 CM 0.00
(2) Slabshaving > 10 Cm & upto 13 Cm th.

Ground Floor 0.00 5860.93 CM 0.00
First Floor 0.00 5894.53 CM 0.00
Second Floor 0.00 5928.13 CM 0.00
Third Floor 0.00 5961.73 CM 0.00
Fourth Floor 0.00 5995.33 CM 0.00
At Stair cabin 0.00 6028.93 CM 0.00
At Lift cabin & OHWT 0.00 6062.53 CM 0.00
(3) Slabs having more than 13 Cm thickness.

Ground Floor 0.00 5584.19 CM 0.00
First Floor 0.00 5617.79 CM 0.00
Second Floor 0.00 5651.39 CM 0.00
Third Floor 0.00 5684.99 CM 0.00
Fourth Floor 0.00 5718.59 CM 0.00
At Stair cabin 0.00 5752.19 CM 0.00
At Lift cabin & OHWT 0.00 5785.79 CM 0.00
D) R.C.C. PARDI

Ground Floor 0.00 6477.03 CM 0.00
First Floor 0.00 6510.63 CM 0.00
Second Floor 0.00 6544.23 CM 0.00
Third Floor 0.00 6577.83 CM 0.00
Fourth Floor 0.00 6611.43 CM 0.00
At Terrece Floor 0.00 6645.03 CM 0.00
At Stair cabin 0.00 6678.63 CM 0.00

26

27

Providing, mixing, placing, compacting by machine
vibrator, curing, testing with folding staircase M30
Design mix concrete as per IS 456:2000 (latest
revison)and as per tender specification in al items
including cost of form work and rendering but excluding
cost of reinforcement for reinforced concrete work in

(A) Staircasesincluding landings etc.
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Ground Floor 7.00 5112.22 CM 35785.54

First Floor 7.00 5145.82 CM 36020.74

Second Floor 7.00 5179.42 CM 36255.94

Third Floor 7.00 5213.02 CM 36491.14

Fourth Floor 7.00 5246.62 CM 36726.34
27 27 |Providing, mixing, placing, compacting by machine

vibrator, curing, testing M30 Design mix concrete as per

IS 456:2000 (latest revision)and as per tender

specification in all itemsincluding cost of form work and

rendering but excluding cost of reinforcement for

reinforced concrete work in(RA-)

(A) Lintels:

Ground Floor 7.00 6229.58 CM 43607.06

First Floor 7.00 6263.18 CM 43842.26

Second Floor 6.00 6296.78 CM 37780.68

Third Floor 6.00 6330.38 CM 37982.28

Fourth Floor 7.00 6363.98 CM 44547.86

Stair Cabin 2.00 6397.58 CM 12795.16

At Lift cabin 1.00 6431.18 CM 6431.18

(B) Chhaijjas:

Ground Floor 7.00 4241.39 CM 29689.73

First Floor 7.00 4274.99 CM 29924.93

Second Floor 7.00 4308.59 CM 30160.13

Third Floor 7.00 4342.19 CM 30395.33

Fourth Floor 7.00 4375.79 CM 30630.53

Stair Cabin 1.00 4409.39 CM 4409.39

At Lift cabin 1.00 4442.99 CM 4442.99

(C) Vertical Fins

Ground Floor 0.00 7196.78 CM 0.00

First Floor 0.00 7230.38 CM 0.00

Second Floor 0.00 7263.98 CM 0.00

Third Floor 0.00 7297.58 CM 0.00

Fourth Floor 0.00 7331.18 CM 0.00

At Terrece 0.00 7364.78 CM 0.00
28 111 |Post Tensioning (P.T.Beam) on directed by Str.Engr or

Engr-In-Charge, Supply, assembly, installation and

profiling of al pre stressing tendons including all PT

hardware viz. LRPC strands (TATA), end anchorages,

flat ducts, wedges, barrels, consumables etc. complete.

(F)P.T.Beam(RA-)

Ground Floor 150.00 5827.70 RM 874155.00

First Floor 25.00 5867.60 RM 146690.00

Second Floor 150.00 5907.50 RM 886125.00

Third Floor 25.00 5947.40 RM 148685.00

Fourth Floor 150.00 5987.30 RM 898095.00
29 112 |Post Tensioning (P.T.Slab) on directed by Str.Engr or

Engr-In-Charge, Supply, assembly, installation and

profiling of al pre stressing tendons including all PT

hardware viz. LRPC strands (TATA), end anchorages,

flat ducts, wedges, barrels, consumables etc. complete.

(FP.T.Slab

Ground floor 1350.00 619.13 SM 835825.50

First Floor 840.00 619.13 SM 520069.20

Second Floor 1350.00 619.13 SM 835825.50

Third Floor 840.00 619.13 SM 520069.20

Fourth Floor 1041.00 619.13 SM 644514.33
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30 12A  |Providing and fixing TMT bars Fe500 steel
reinforcement for R.C.C. work including binding,
bending and placing in position as per design & BBS of
structural consultant etc. comp.upto floor two level.
Ground Floor 117469.00 44.84 Kg 5267309.96
First Floor 96681.00 45.45 Kg 4394151.45
Second Floor 117851.00 46.06 Kg 5428217.06
Third Floor 86706.00 46.66 Kg 4045701.96
Fourth Floor 94148.00 47.27 Kg 4450375.96
At Terrece 21195.00 47.88 Kg 1014753.02
At Lift cabin 10181.00 48.48 Kg 493615.60
31 35 |Brick work using common burnt clay building bricks
having crushing strength not less than 35 kg./Sg.Cm. in
foundation and plinth in Lime Mortar 1. 2 (1- Lime
putty : 2 -fine sand)(C) Fly Ash Bricks (R&B SOR - 71,
06005BA)
Ground Floor 328.00 3072.42 CM 1007753.76
First Floor 305.00 3107.77 CM 947869.85
Second Floor 355.00 3143.12 CM 1115807.60
Third Floor 245.00 3178.47 CM 778725.15
Fourth Floor 200.00 3213.82 CM 642764.00
At Terrece 130.00 3249.17 CM 422392.10
At Lift cabin 30.00 3284.52 CM 98535.60
32 37 |Half brick masonry in common brunt clay building
bricks having crushing strength not less than 35
Kg/Sg.Cm. in Cement mortar 1:3 ( 1-Cement : 3-coarse
sand ) with 2 Nos of 6mm Mild steel round bars after
every three course embedded in Cement Mortar in
foundation and plinth (C)Fly Ash Bricks
Ground Floor 365.00 507.02 SM 185062.30
First Floor 250.00 511.97 SM 127992.50
Second Floor 220.00 516.92 SM 113722.40
Third Floor 160.00 521.87 SM 83499.20
Fourth Floor 50.00 526.82 SM 26341.00
At Terrece 60.00 531.77 SM 31906.20
At Lift cabin 0.00 536.72 SM 0.00
33 91 |Providing and applying 10mm. thick cement plaster in
single coat on brick/concretewalls for plastering and
finished even and smooth with a floating coat of near
cement slurry mixed with proportion with 19mm all
egedes chamfer with shellow groov. etc. complete in
cement mortar 1:3 (1 cement : 3 sand )
(A) for wall and similar surfaces
Ground Floor 3310.00 114.13 SM 377770.30
First Floor 2680.00 132.01 SM 353786.80
Second Floor 2700.00 149.88 SM 404676.00
Third Floor 2080.00 167.76 SM 348940.80
Fourth Floor 1005.00 185.64 SM 186563.18
At Terrece 890.00 203.51 SM 181124.79
At Lift cabin 110.00 221.39 SM 24352.57
(B) for ceilings and soffits of stairs
Ground Floor 1708.00 129.89 SM 221852.12
First Floor 1385.00 146.45 SM 202833.25
Second Floor 1800.00 163.01 SM 293418.00
Third Floor 1385.00 179.58 SM 248718.30
Fourth Floor 1280.00 196.14 SM 251059.20
At Terrece 170.00 212.70 SM 36159.51
At Lift cabin 170.00 229.27 SM 38975.22
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Providing and applying 20mm. thick sand faced
cement plaster on wallsor similar surfaces consisting of
12mm. thick backing coat of c.m. 1:3 ( 1 cement : 3 sand
) and 8mm. thick finishing coat of c.m. 1:1 ( 1cement : 1
sand ) etc. comp.

All Floor

1300.00

210.08

SM

273104.00

35

95

Providing and applying 20mm. thick heavy roller cement
plaster on walls or similar surfaces consisting of 12mm.
thick backing coat of c.m. 1:3 ( 1 cement : 3 sand ) and
8mm. thick finishing coat of c.m. 1:1 ( 1cement : 1 sand
) with includ fixing alluminium chanel with comp. line
Ivl. etc. comp. as per architectuer instructions.

All Floor

315.00

346.61

SM

109182.72

36

96

Providing & applyin Decorative natural stone texture|
Coat Synthetic plaster consisting of crushed natural
stone chips of 0.5 to 4 mm size in proper gradation,
bonded with Synthetic Resins, Adhesives and various
additives and applied two coats of 3 of 25 mm
approximately.(RA-)

The basic Adhesive is an Aqueous Vinyl Acetate / Acryl
ate Co-Polymer Emulsion. The Acryl ate component
polymerized into the product, imparts goods flexibility to
the coating. The Co-Polymer emulsion is combined with|
other Chemical Compound to give specific properties to
the final coating. These chemicals are desighed to give
fungus and bacterial resistance property while in the|
drum, as well as to apply Coating. They also give good
application flow properties and cohesive finish, thereby|
enabling the adhesive to penetrate into the substrate
before drying and form anchor like grip. The Additives
also reinforce coating, impart water resistance and
increase the life of the coating.

The specification demands that to maintain consistent
quality, the materia is supplied in ready-mixed paste,
packed in airtight drums. In packed drums, the shelf life
of the material will be at least one year, if stored in cool
dry place under cover.

Providing and applying of Resin Bonded. Ready Mixed
Ready to Use Decorative natural stone Textured Coating
of approved shade and color. Dry film of the average
thickness of 3 mm of 5 mm on recommended plaster
specification; to perfect line, level, plump including
finishing with sharp edge at corners, niches etc. al as per
manufacturers  recommendations and  specification
including al labor materials, scaffolding and surface
preparation etc. Complete as specified in drawing and as
directed by the Engineer-in-charge.

All Floor (as per approved rates for Art Centre)

3315.00

1856.10

SM

6152971.50

37

98

Prov 35 mm wide throating of plaster drip etc.comp

1200.00

25.25

RM

30300.00

38

99

Providing and applying 20mm. thick cement plaster

patta of c.m. 1:3 ( 1cement : 3 sand ) etc. comp.

All Floors

50.00

15.00

RM

750.00

39

Prov.20mm deep finished groove ..etc.comp

All Floor

1200.00

25.00

RM

30000.00
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74

Providing & laying 100% vetrified tile 15-16mm thick
anti-skidd (MATT OR SARTIN) of Restile,
Asian,Qtone,Sunheart, Tocco,Asian make in
flooring,treads of steps & Landing laid on bed of 20 mm|
(Average) base of cement mortar 1:6 (1 Cement : 6
Coarse sand) on new surface or fixing on existing
flooring by adhesive material including dismentaling of
existing flooring and jointed with colour cement slurry|
including finished with flush pointing & cleaning the
surface etc. comp.Size 600 x 1200(Size may be very as
per architech selection or suggation) (Basic Rate-
914.6/SM.)

All Floor

665.00

1080.00

SM

718200.00

41

75

Providing & laying granite slab 18mm thick in flooring,
treads of steps and landing laid on bed of 20mm thick
cement mortar 1:6 (1 Cement : 6 coarse sand) or lime
mortar 1:1.5 laid and finished with flush pointing in
white or colour cement including rubbing and polishing
and use chemical for fixing the granite slab with epoxy|
spacer filling in joint (Pedilite,Leticat) with lather finish
or riverwash as per architect suggetion complete. (Basic
Rate:- Rs.1614.0/S.M.)

All Floor

3504.00

2374.00

SM

8318496.00

42

76

Providing & laying granite slab 18mm thick in skirting,
risers of steps, dedo and pillars laid on 10mm thick
cement mortar 1:4 (1 Cement : 4 Coarse sand) and
finished with flush pointing in white or colour cement
including rubbing & polishing comp use chemical for|
fixing the granite slab with epoxy spacer filling in joint
(Pedilite,Leticat) with lather finish or riverwash as per
architect suggetion. (Basic Rate:- Rs.1614.0/S.M.)

All Floor

285.00

2409.00

SM

686565.00

43

7

Providing & laying granite slab 18mm thick in Window-
Door seal Frame Etc laid on 10mm thick cement mortar|
1:4 (1 Cement : 4 Coarse sand) with nessary adhesive
material and finished with flush pointing in white or
colour cement, including rubbing & polishing use
chemical for fixing the granite slab with epoxy spacer
filling in joint (PediliteLeticat) including anchor
fastener comp.. (Basic Rate:- Rs.1200.0/S.M.)

All Floor

960.00

1904.00

SM

1827840.00

(A) Labour Charges For Half Round Edge For Granite

5723.00

150.00

RM

858450.00

(B) Labour Charges For Quater Round Edge For Granite

0.00

90.00

RM

0.00

(C) Labour Charges For Edge Finished For Granite

0.00

50.00

RM

0.00

69

Providing & Laying green polished kota stone slab
flooring at all floor levels,over 20 mm av.th.base of C.M.
1:6(1cement: 6 sand) laid over&joined with grey cement
slurry incl. Rubbing & polishing etc. comp.(A) 22 to 32
mm. (Tolerance +/- 2mm) For al Floor

All Floor

504.00

595.90

SM

300333.60
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78

Providing & Laying polished kota stone of machine cut
edge slab 22 mm. th. in riser of steps, tread, dedo &
pillars center piece not less than 1.2 mt.in width &side
pieces of equal size as per design, laid on 10 mm.th.
C.M.1:3(1 cement:3 sand)joined & polishing etc. For all
Floor

All Floor

0.00

651.45

SM

0.00

46

79

Providing & laying 100% vetrified tile 15-16mm thick of
Restile, Asian,Qtone,Sunheart,Tocco,Asian  make in
flooring,treads of steps & Landing laid on bed of 20 mm|
(Average) base of cement mortar 1:6 (1 Cement : 6
Coarse sand) on new surface or fixing on existing
flooring by adhesive material including dismentaling of
existing flooring and jointed with colour cement slurry|
including finished with flush pointing & cleaning the
surface etc. comp.Size 800 x 1500 / 1800 x 900 / 1200 x
1200 (Size may be very as per architech selection or
suggation) (Basic Rate-.1022.20/S.M.)

2849.00

1210.00

SM

3447290.00

47

80

Providing & laying Vitrified tiles of 8mm thick of
Crient, Kgjaria, Jhonson, Nitco, Somani, Bell, Asian or
Euro make in flooring,treads of steps & Landing laid on
bed of 20 mm (Average) base of cement mortar 1:6 (1
Cement : 6 Coarse sand) on new surface or fixing on
existing flooring by adhesive materia including
dismentaling of existing flooring and jointed with colour
cement slurry including finished with flush pointing &
cleaning the surface etc. comp.Size 24" x 24"

(@) Light Shade (Basic Rate-Rs.412.0/S.M.)

0.00

660.54

SM

0.00

(b) Dark Shade (Basic Rale-Rs.412.0/SM.)

0.00

669.63

SM

0.00

48

81

Providing & laying 100% vetrified tile 15-16mm thick
anti-skidd (MATT OR SARTIN) of Retile,
Asian,Qtone,Sunheart,Tocco,Asian make in skirting,
risers of steps and dedo laid on 10mm thick cement
mortar 1:4 (1 Cement : 4 Coarse sand) and finished with
flush pointing in white or colour cement comp. or fixing
on existing flooring by adhesive material including
dismentaling of existing flooring and jointed with colour
cement slurry including finished with flush pointing &
cleaning the surface etc. comp.Size 600 x 1200(Size may|
be very as per architech selection or suggation) (Basic
Rate-914.6/S.M.)

2370.00

1120.00

SM

2654400.00

49

71

Providing and laying cement concrete flooring 1:2:4 (1]
cement : 2 course sand : 4 graded stone aggregate 20mm|
nominal size) laid in one layer finished with a floating
coat of neat cement

(B) 50mm thick

All Floor

70.00

226.24

SM

15836.80
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50

Providing & fixing 35mm.th. Indian teak wood shutters
for doors, windows & clearstory windowsincl. Sal wood
frames of finished size 12cm x 7cm.incl. 100% Teak
Wood Patti (Filler) shall be pasted on both side with
adhesives as specified by the manufacturers.incl. 4mm
thick Heavy S.S. Hinges with nessary screws & SS
fixtures & fastenings (Fully Panelled) as per
arch.suggation For al Floor

For al Floor (RA)

392.00

5078.00

SM

1990576.00

51

46

Providing & fixing 35mm.th. Indian teak wood shutters
for doors, windows & clearstory windowsincl. Sal wood
frames of finished size 12cm x 7cm.incl. Medium quality
anodized aluminum fixtures & fastenings incl. Primer|
coat of approved quality & two coats of oil painting etc.
For al Floor

(A) Fully Panelled

0.00

4430.87

SM

48739.57

52

51

Providing and fixing FRP FRAME size 125 x 65 mm|
and 35 mm thick FRP shutter with wood grain raised
panneled design finish  shutter having extrg
reinforcement on sides & edges in Gel coat finish. The
core of the shutter & frmaeisto be filed up with injected
polyurethene foam done in situ along with embedded
wooden pieces for stiffening & aso taking hinges &
fixtures. The whole FRP frame & shutter is to be water,
proof weather proof,termite proof &resistance to mild
acid/alkali. Rates are to be inclusive of S.S.hinges with
fastener dleeve & aluminium fixtures & fastentings.
Product should have 3 years performance guarantee and
company have ISO  9001-2000 certificate.

230.00

3861.23

SM

888082.90

53

52

Providing & fixing 12mm thick toughend glass door|
with enox fittings & also with floor spring .note flooring
cutting covered inthis item so no extra claim for vitrified
/ kotah flooring .(RA-)

160.00

8440.00

SM

1350400.00

53

Providing & fixing 12mm thick toughend glass
partition with enox D-brecket fittings in this item so no
extra claim for vitrified / kotah flooring

834.00

4425.18

SM

3690600.45

55

Providing & fixing 12mm thick toughend glass railling
with enox D- brecket fittings and incl. SS pipe 32 mm
dia for side support with nessasry fitting include
welding, lifting, placing, electric rods etc. complete
welding rods to be used as per the Indian Standards. in|
this item so no extra claim for vitrified / kotah flooring .
as per suggation of architect

242.00

5086.96

SM

1231044.60
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164

Providing and fixing window having extruded
Aluminium colour Powder Coated or anodize 20 micron
Section Frame main Outer Size 63.5mm x 38.1mm x|
1.95mm( of Jindal Section No. 4605 @ Wt. of 1.094
Kg./Mt.) Horozontal Two track member size 61.85mm
x 31.75mm x 1.20mm(of Jindal Section No. 8687, @
Wt. 0.695Kg./Mt.) Vertical Member of size 61.85mm X
31.75mm x 1.30mm (of Jindal Section No. 8758, @ Wit.
0.659 Kg./Mt.) with dliding shutters of Horizontal
member size 40mm x 18mm x 1.29mm(of Jindal Section
No. 8947 @ Wt. of 0.456 Kg./Mt.) Vertical Member of
size 40mm x 15mm x 1.29mm (of Jindal Section No.
8948 @ Wt. of 0.457 Kg./Mt) with 5mm thick|
transparent bronze colour tinted float glass with powder|
coated Aluminium fittings & fixtures & trasparent]
silicon sealant glass fixing to frame as per detal etc.
complete.

(A) Same as above but Colour anodized

81.00

2042.22

SM

165419.82

57

165

Providing and fixing window having extruded
Aluminium colour Powder Coated or anodize 20 micron
main Outer Size 95mm x 24mm x 1.17mm( of Jindal
Section No. 2459 @ Wt. of 0.738 Kg./Mt.) Horozontal
Three track member size 92mm x 31.75mm x|
1.30mm(of Jindal Section No. 8688, @ Wt. 1.07Kg./Mt.)
Verticad Member of size 92mm x 31.75mm x 1.50mm
(of Jindal Section No. 8933, @ Wt. 1.06 Kg./Mt.) with
dliding shutters of Horizontal member size 40mm X
18mm x 1.29mm(of Jindal Section No. 8947 @ Wt. of
0.456 Kg./Mt.) Vertica Member of size 40mm x 15mm
x 1.29mm (of Jindal Section No. 8949 @ Wit. of 0.456
Kg/Mt) with 5mm thick transparent bronze colour|
tinted float glass with powder coated Aluminium fittings
& fixtures & trasparent silicon sealant glass fixing to
frame as per detail etc. complete.

(A) Same as above but Colour anodized

320.00

1889.71

SM

604707.20

58

166

Providing and fixing extruded auminium window
having extruded aluminium Powder Coated or anodize
20 micron frame main outer size 127 mm x 38.10 mm x
1.35 mm (of Jindal section no.2443, @ Wt. 1.384K g/mt)
horizontal Four track member size 122.20 mm x 31.75
mm X 1.10 mm (of jindal section no:8935, @ Wt. 1.398,
Kg/mt.) with diding shutters of horizontal member size
40 mm x18 mm x 1.29 mm ( of jindal section no:8949,
@ Wit. of .456 Kg/mt) vertical member of size 40 mm x
18 mm x 1.29 mm (of jindal section no:8947, @ Wt. of
0.456 Kg/mt/section 8948, @ Wi. of 0.457 Kg/mt) with
5 mm thick transparent bronze colour tinted float glass
with powder coated aluminium fittings and fixtures and
transparent silicon sealant glass fixing to frame as per
details etc. complete for window.

(A) Same as above but Colour anodized

322.00

2545.20

SM

819554.40

59

163

Providing and fixing standared extruded of aluminium
section of size 61 x 37.0 x0.90 mm (of Jindal section
no.14080, @ Wt. 0.471 Kg per mt) with Powder Coated
aluminium frame with 5 mm thick transparent bronze
colour tinted float glass as details etc. complete for fix
window.
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(A) Same as above but Colour anodized

37.00

1525.00

SM

56425.00

60

167

Providing and fixing standared extruded of aluminium
section of size 61 x 37.0 x0.90 mm (of Jindal section
no.14080, @ Wt. 0.471 Kg per mt) with colour powder|
coated alluminium frame for Lovered Glass ventilation
with 4 mm thick Figured glass as details etc. complete
for ventilation.

(A) Same as above but Colour anodized

48.00

1800.00

SM

86400.00

61

168

Providing & fixing partly panel & partly glass Powder
Coated Aluminium doors with auminium section of
Hindalco, Jindal , NarmadaBanco or Equivalent approved
make having Poder Coated outer frame Leg Partition section
of 63.50 mm x 38.10 mm having weight 1.158 kg. / R.M.
shutter section having size 83.5 mm x 44.45mm ( top &
bottom: 1.384 kg./rmt. and middle 1.139 kg./rmt.) door vertical
47.62mm x 44.45 mm ( vertical:0.881 kg./rmt. & top hing
side:0.974 kg./mt.), Glazing Clip (Jindal Section No. 19370
Wt. 0.109 Kg./ Mt.) with 5mm thick sheet glass in acid
frogting and 12 mm thick prelaminated sheet of Greenlam,
Panama or archid make as approved by Engineer-in-charge
including fixing brass pivot, handle, lock etc. complete.(RA-)

(A) Same as above but Colour anodized

0.00

3225.00

SM

0.00

62

169

Providing and fixing standared extruded of aluminium
section of size 61 x 37.0 x0.90 mm (of Jindal section
no.14080, @ Wt. 0.471 Kg per mt) with colour powder|
coated alluminium frame for mosguito Net complete. Ag
per Design by architech and engineering in charge for|
Fix Mosquito Net(RA-)

811.00

976.00

SM

791536.00

63

49

Providing & fixing M.S.Grills of required pattern for
windows and opening etc. At al floor levels with M.S.
flats at required spacing & frame around square or round
bars with round headed bolts & round headed bolts and
nuts or by screws incl. Priming coat of Primaring zinc|
oxside etc. comp. (As per Arch. Design)

(A) Plain grill For all Floors

24280.00

66.16

Kg.

1606364.80

103

Providing & applying painting (Sartin Finish) two coats
at all floor levels on new steel other metal surface with
synthetic enemal paint, brushing interior to give an even
shade incl. cleaning the surface of al dirt, dust & other
foreign matter etc. Comp.

(A) For plain grill For all Floor

1481.00

45.85

SM

67903.85

65

Apply two coats of Birla or Asian acrylic lappy (putty) and
two coats of primer of approved brand and manufacture on
new wall surface to give an even shade including thoroughly
brushing thr surface free from mortar dropping and other
matter and sand papered smooth.

All Floor

20686.00

47.87

SM

990238.82

66

101

Wall painting with two coats of Acrylic emulsion plastic
paint of approved brand over existing surface to give an
even shade & surface free from mortar dropping & other|
foreign matter & sand papered smooth etc. comp. - matt|
(asian - Royal Touch, ICI Velvet Touch)

(A) for wall and similar surfaces
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All Floor

12787.00

50.40

SM

644464.80

(B) for ceiling

All Floor

7918.00

50.40

SM

399067.20

67

102

Providing & applying two coats of weather shield max
paint (3 coats may be required in case of darker|
colours.)of ICI Dulux or Apex Ultima of Asian Paint
including applying exterior acrylic primer coat as per
manufacturers specification and directions in shade and
colour approved by architects, on exterior surfaces of the
building including scaffolding, preparing the surface,
watering, curing etc. complete and as directed by the|
architects and manufacturers.

Surface Preparation :

surface is thoroughly clean, dry and free from al loose
dirt, chalk, grease, fungi, algae and flaking paint. This
can be achieved by brushing with awire/ stiff coir brush,
followed by water jetting if required. Fill up al minor
cracks and defects with white cement and sand mixture
in the ratio 1:3. For application on previously painted
wall, previous coatings of paint must be thoroughlyj
scraped off and Clean the surface thoroughly using wire
brushes.

Priming:

Apply aliberal coat of exterior acrylic primer and allow
it to dry for 4-5 hours. Application of putty is not
recommended.

Minimum 4-6 hours duration is required between each cg

All Floor

1905.00

74.00

SM

140970.00

68

107

Providing and fixing of Structural SPIDER GLAZING
WITH GLASS FIN SY STEM,Glass panels to be formed
as per approved modules 12mm thick clear toughened
glass edge polished and accurate designed holes to be
installed by means of stainless steel spider fittings of an
approved make and shall comply to al international
codes for the main fascade.

1.The system shall be approved spider system of Saint-
Gobain.

2.Structural glass wall systems shall be complete with
proper water tight sealants, gaskets.

3.Fasteners shall be of 316 / 304 grade stainless steel of
strength and type appropriate to their use and shall be
tightened to specific torques. The bolts and nuts fixing to
the glass fittings to the supporting structure shall be high
tensile steel grade 8.8 as per AS 1511- 1973.

4.Spider fittings shall be of 316 / 304 grade stainless
steel of tensile strength 600 Mpa supplied by approved
glass assemblies of strength and type appropriate to their
use and shall be tightened

to specific torques with calibrated wrenches. The fittings
are protected from direct contact with the glass by separa
5.Glass to Glassjoints shall be 12mm with clear silicon g
6 The adlass fin shall be of 19mm thk and 450mm width cf

530.00

7160.00

SM

3794800.00

69

55

Steel work welded in built up sections, framed work
including cutting, hoisting, fixing in position and
applying a priming coat of red lead paint (A) in
beams & joists channels angles, tees, flats with
connection plates or angle cleats as in main & cross
beamship & trussed purlins connected to common|
raffers & thelike.

3110.00

60.89

Kg.

189367.90
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Providing and laying kitchen platform of width 75cm
with top polish black granite & sandwich type with
bottom of polish kotastone including front side100mm
facia patti (horizontal)of polish granite including reg.
partition support of double side polished Kota (RA-)

35.00

2315.00

RM

81025.00

71

108

Providing and fixing the S.S. Tubular/Angles/Flats as
per the given Arch's design and engineer-in-charge. Rate|
to include welding, lifting, placing, electric rods etc.
complete welding rods to be used as per the Indian
Standards. (as per approval of architect's specification
,selection & detail.)(RA-)

50.00

1976.00

RM

98800.00

72

Extra for additional height of proping 4.0 m beetween
supporting tempropery brick or stone pillors for
supoorting as required (R&B SOR 15-16, CH-9, P. No|
89, Rate:- 259.00 & 504.00)

(i) Height more than 4.0m and up to 5.0 m

1312.00

261.59

SM

343206.08

(ii) Height more than 5.0m and up to 6.0 m

1312.00

509.04

SM

667860.48

73

Proving and fixing 18mm th. Both side Mirror Polished
black granite of approved quality full molded round front
edge as wash basin counter fixed with wall in cement
mortar 1:3 including rubbing and polishing with
necessary bonding with adhesive etc. complete. (Both
edges are round in shape with polishing) (RA)

132.00

2920.01

SM

385441.45

74

109

Supplying & Fixing 2 mm thick solid polycarbonate
sheets with uv protection fixed with a connecter, rubber
gasket and silicon sealant .with necessary accessories
and hardware.Fasting is usualy done by screws. (a) 2
mm thick (RA)

555.00

860.80

SM

477744.00

75

110

(A) During Casting providing and Fixing CAPECELL
HD100 PRE mouled to mort& H Specification (Clause
1015) Having minimum Density 95kg/cum Meter ,non
stalning with less than 1%Water Aabsorption
&compression recovery of 93% minimum as per
Specification of 75 mm wide expansion joint including
cutting to reqgired size and shape at all levels etc.
(B) 1)Cleaning of concrete surface on both side of the
expansion joint to remove any dust oil grease including
removal of laitance and cleaning the inside of the
expansion joint with compressed ar.
2)Repairing the edges of the joint (in case of weak
concrete at the joint edge and also configuring the joint
width with epoxy repair motar sikadur 31 andof the|
chosen sikadur Combiflex Tape width) with epoxy repair|
mortar Sikadur 31 and Sikadur 41.
3)Supply and apply an epoxy based membrane adhesive |

222.00

7890.00

RM

1751580.00

Total amount above plinth

109,154,440.48

(C) WATER SUPPLY AND SANITARY ITEMS
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114

Supply and fixing of approved make white colour
european water closet wall mounted Jaguar Model -
Jaguar wall hung - WC soft closing seat cover , Size =
360 x 535 x 380 The closet is mounted with Cl Rag bolts
and nuts, complete flush valve set with back box,
internals, Rectangular Flush plate, ABS Chrome plated,
suitable colour solid duroplast or scratch resistant seat
and cover with specia hinges to suit Wall mounting
water closet for UF closing, With Hand Shower etc
complete ., al of approved make.

All floor

2.00

9192.00

No

18384.00

7

115

Providing and fixing Wash Down Water closet European
type W.C. pan with integra P or S trap including
jointing the trap with soil pipe in cement mortar 1:1 (1]
cement : 1 find sand) (seat and cover to be measured and
paid for separately) (A) Viterous china pattern - 1 (i) in
approved colour

0.00

896.88

No

0.00

78

Providing and fixing plastic seat and cover for wash
down water closet with C.P. brass hinges and rubber|
buffers (B) Black plastic seat cover

0.00

343.40

No

0.00

79

116

Providing and fixing Wash Down Water closet European
Wall hung W.C. pan with integral P trap including
jointing the trap with soil pipe in cement mortar 1:1 (1
cement : 1 find sand) (seat cover to be considered) (A)
Viterous china pattern - | (i) in approved

(A) Mode - Jaguar (Continental) CNS - WS03 WC

Wall hung (330X 350X495mm.)colour (Jaguar)(RA-)

57.00

5390.00

No

307230.00

80

117

Providing & fixing wash basin with single hole for pillar
tap at all floor levels, with C.I. or M.S. Brackets painted
white incl. cutting holes & making good the same (A)
Vitreous china flat back wash basin 410 x 410 mm. size
in approved colour For all Floor including Anguler stop
cock with wall flange (Jaguar FLR-5035N) ,Piller Cock
auto closing system (Jaguar PRS-031) , Click Clack
waste 32mm size full Thread With 80mm Height , Bottle
Trap (With internal partition) 32mm size with 300mm &
190mm Long wall connected pipe & wall flange
Complete ETC.

All floor

24.00

8206.00

No

196944.00

81

118

Providing & fixing Salem StainLess Steel AlSI-304
(18/8) double bowl Industria S.S. Costumize Wash
Basin size of OD=33" x 22" inch and bowl size 16" x
14" x 5.5" inch including of weast coupling ,bottel trape
, angle cock 15 mm Dia , pillar cock,weast pipe at al
floor levels, incl. cutting holes & making good the same|
incl. fittings such as pillar tap, capstan head screw down
high pressure with screws, shanks & back nuts, etc.
complete. design as per architech and engineering in
charge For al Floor(RA-)

All floor

10.00

8004.00

No

80040.00
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119

Providing & fixing 600 mm.x 450 mm. mirror of
superior glass at al floor levels, mounted on 6 mm. th.
A.C. sheet or plywood sheet & fixed to wooden plugsg

with C.P.brass screws and washers etc. For all Floor

All floor

34.00

530.25

No

18028.50

83

120

Providing and fixing P.V.C. nanhi trap 3.5" height of
prince, suprim, jain make at all floor level, of the
following nominal diameter of self cleaning design with
screwed down or highed gratting including cost of
cutting and making good the walls and floors etc. for all
floor

All floor

110.00

116.00

No

12760.00

159

Providing and fixing U-p.v.c. pipe (SWR) confirming
to 1S no. 13592 (Type "B") of Prince/Supreme/Jain
make for soil and waste discharge system at all floor
levelsincl. All fixtures like bends, tees, shoe etc. jointed
with resin of approved brand & manufacture etc.
complete.(M.R.)

(A) 75 mmdia

226.00

215.00

RM

48590.00

(B) 110 mm dia.

310.00

303.00

RM

93930.00

(C) 160 mm dia.

150.00

554.00

RM

83100.00

85

122

Prov. & Fixing SW. Gully trap with C.l.grating brick
masonary (C.M 1:5)chamber & water tight Pre cast R.C.C.
cover of 300mmx300mm size (inside) includ. plastering
smooth inside & outside 15mm. th' in C.M.1:3 etc. comp. (i)
Square mouth traps---(A) 100mm x 300mm Size -P type

(B) 150mm x 100mm Size- P Type

12.00

905.72

No

10868.64

86

123

Providing and fixing 10cm. x15 cm.(4" x 6") SW. trap
with 0.45 x 0.6 mts. clear opening sewer trap chamber|
with 23cm. th. brick masonary walls in c.m. 1:8 with
cement plaster 12mm. thick in c.m. 1:4 inside and
outside to exposed faces bedding concrete 1. 5:10 and
fixing C.I. cover 50 Kg on top etc. comp.

.(A).Same as above but Precast RCC heavy duty Cover
instead of C.I. Cover

12.00

2579.54

No.

30954.48

87

124

Providing & construction ssmple chamber of 23 cm. th'
B.B. Masonary in C.M 1:5 with cement plaster 15 mm|
th' in C.M. 1:3 inside & outside to exposed faces,
R.C.C. top slab with 1:2:4 mix ( 1 cement: 2 Sand : 4
Grade stone aggregate 20mm size) ,Foundation concrete
1:5:10 & fixing C.I. cover with frame to be not less than
38 kg. On top etc. comp. Inside dimension,455 x 610
mm & 450 mm deep for single pipe

0.00

2796.69

No

0.00

Same As Above But Precast RCC Heavy Duty Cover|
Isstead of C.I. Cover

12.00

2377.54

No

28530.48

Extra for every additional depth of 0.1 mt beyoung 0.45]
mt

12.00

212.10

No

2545.20

88

124A

Providing, Lowering & laying joining R.C.C NP2
CLASS pipe in C.M 1:1 of following nominal interna

diametersincl. Testing of pipes and joints etc. Comp

(B) 150 mm dia.

150.00

192.91

RM

28936.50

(C) 250 mm dia (R&B SOR 15-16, CH-24, P.N 200)

200.00

255.53

RM

51106.00
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(D)300 mm dia (R&B SOR 15-16, CH-24, P.N 201)

200.00

462.58

RM

92516.00

89

125

Providing and laying in trenches galvanised mild steel
tubes (medium grade) of the following nominal bore and
tube fittings etc. complete.

(A) 25 mm dia.

75.00

225.23

RM

16892.25

90

161

Providing & Fixing P.V.C. pipes (SCH-80) of
Prince/Supreme/Astral make for water supply line at al
floor levelsincl. fixtures like bends, tees, shoe etc joined

with resin of approved brand & manufacture etc. comp.

(A) 15mm. dia.

395.00

82.00

RM

32390.00

(B) 25mm. dia.

410.00

141.00

RM

57810.00

(C) 40mm. dia.

165.00

215.00

RM

35475.00

(D) 50mm. dia.

70.00

276.00

RM

19320.00

(E) 65mm. dia.

220.00

363.00

RM

79860.00

91

162

Providing and fixing concealed center point to wall
ceiling & floor CPVC (SDR 13.5) PIPE having National
Sanitation Foundation (NSF) seal for potable water of
following dia. nominal bore tube fitting and clamps
including making good the wall, ceiling and floor etc.
complete. (R&B SOR 15-16, Ch-23, P.N 194)

(A) 15mm. dia.

185.00

136.35

RM

25224.75

(B) 25mm. dia.

165.00

224.22

RM

36996.30

(C) 40mm. dia.

100.00

417.13

RM

41713.00

(D) 50mm. dia.

60.00

644.38

RM

38662.80

92

127

Providing & fixing Fusion Mixers model No: FUS-
29273UPR Wall Mixer with Provision for Overhead
Shower with 115mm Long Pipe on upper side,
connecting Legs & Wall Flanges at al floor levels, incl.
fixing in pipe line etc. Comp.

All floor

4.00

4890.00

No

19560.00

93

128

Providing & fixing Shower model no OHS - 1989
Overhead Shower 100mm# round shape single flow
(ABS body crome plated with gray face plate) with rubit
cleaning system with Shower ARM casted 190mm long
light body round shape for wall mounted showers with
flange at al floor levels, incl. fixing in pipe line etc.
Comp.

All floor

8.00

2173.00

No

17384.00

94

129

Providing & fixing Hand Shower model No HSH-1929,
80mm dia Round shap single flow (ABS body Crome
plated with gray face plate) with rubit cleaning System
with Easy flexible tube in crome finish 1.5M long with
nuts including wall outlet with shower hook in round
shape at al floor levels, incl. fixing in pipe line etc.
Comp.

(A) 15mm. dia.

All floor

8.00

2800.00

No

22400.00

95

130

Supply and fixing of CP brass Bib tap with wall flange
of approved make etc.,complete FOR GENERAL (CAT
No.FLR-5047N of Jaguar ).

(A) 15mm. dia.

All floor

26.00

1203.00

No

31278.00

Page 20




96 131  |Supply and fixing of CP brass 2-way Bib tap with wall

flange of approved make etc.,complete FOR GENERAL

(CAT No.FLR-5047N of Jaguar ).

(A) 15mm. dia.

All floor 66.00 1737.00 No 114642.00
97 133 |Providing and Fixing of PVC Stop Cock for UPVC line

at al floor level as directed by Engr.Incharge, etc.

complete.

25mm. dia. 12.00 237.00 No 2844.00

40mm dia. 6.00 415.00 No 2490.00

50mm. dia. 6.00 600.00 No 3600.00

65mm dia 2.00 825.00 No 1650.00
98 135 |[Supply and Fixing Metropole Flush Valve at all floor

levels, of approved quality incl. fixing in pipe line etc.

Comp. (Cat No. FLV-1075C, FLV-1075K of Jaquar

make).-- 25 mm dia

(A) 25mm. dia.

All floor 59.00 5506.00 No 324854.00
99 136  |Supply and fixing of approved make CP toilet roll holder

with counter sunk screws etc., complete (Cat No.ACN-

1153N of Jaguar make.

All floor 18.00 1021.00 No 18378.00
100 137 |Supply and fixing of CP brass Towel Ring ACN -1121]

N Towel ring Square with round flange and fixed to wall

by CP brass counter sunk screws of approved make etc.,

complete. (Cat No. ACN-1121 of Jaguar make,

Continental range)

All floor 18.00 873.00 No 15714.00
101 138 |Supply and fixing of approved make CP brass towel rail

of 600 mm long and fixed onto wall by using CP brass

counter sunk screws with wall flangs etc., complete. (Cat|

No. 1111NM of Jaquar make, Continental range)

All floor 2.00 1307.00 No 2614.00
102 139 [Supply and fixing of approved make CP brass type Soap

Dispenser-push button,Material-ABS,Finish:

White/Smoked type and approved make. Including

screws, washers, cutting & making good the walls. (Cat

No SDR-WHT-DJ0010F of Jaguar make).

All floor 2.00 1441.00 No 2882.00
103 140 |Supply and fixing of approved make white colour urinal,

the urinal (A) Model URS - WHT - 13261 Urinal size -

315x375x620mm is fixed on Cl brackets. Urinals is

fitted with following CP fittings like, 32 mm CP brass|

waste coupling, Urinal flush valve(A) Model - PRS - 077

, 63 mm OD PVC Pipe concealed in wall and connected

to leader line necessary specials etc., complete.

All floor 19.00 6994.00 No 132886.00
104 141 |Providing and fixing abonite ball cock of approved

quality as directed etc. comp.

(A) 25mm. dia. 2.00 121.20 No 242.40
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105 158 |Providing and fixing U-PVC pipes confirming to | S no.

13592 (Type "A") of Prince/ Suprime/Jain make for

rain water at al floor levels incl. fixtures like bends,

tees, shoe etc joined with resin of approved brand &

manufacture etc. comp.

(B) 110mm. dia. 304.00 221.00 RM 67184.00
106 - Providing & fixing G.I. Rain water spout of 50 mm.dig

& 30 cm length etc.

All floors level 18.00 109.08 No. 1963.44
107 153 |Providing & fixing Z - clamps at all floor levels of

approved design to C.1. S.C.I or PV C pipes including the

cost of cutting holes & making good the wall etc.

Complete - 100 mm. dia. (M.R.)(RA-)

(A) 40 TO 50 mm Dia. 200.00 42.00 No 8400.00

(B) 75 TO 90 mm Dia. 50.00 55.00 No 2750.00

(C) 110 mm Dia. 150.00 70.00 No 10500.00

(C) 150 mm to 200mm Dia. 150.00 78.00 No 11700.00
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108

149

Providing and fixing in position P.V.C. cowl vent to
pipes of prince, suprim, jain make etc. comp.

(A) 75 mm Dia

2.00

32.00

No

64.00

(B) 100 mm Dia.

18.00

52.00

No

936.00

109

151

Providing and laying ordinary C.C. 1:1.5:3 mix for
R.C.C. work including boxing centering,vibrating,
curing and mixed with approved water proofing cement
compound or "CEMWET" or "PIDICRETE LW"
intergral water proofing addmixture as water proofing
agent to be mixed with 50 kgs. cement bags shall be as
recommended by the manifacture of the water proofing|
material, concrete work for top, bottom slab and side
pardi for underground tank and item inclusive necessary
excavation and refilling the available earth, 15 cm th
C.C. 1:4:8 for bedding conc., haf B.M. in C.M. 1:4
outside wall, inside pardi as per design, 10 mm th water|
proffing cement plaster in C.M. 1:3 with smooth
finishing, watering etc. comp. to all inner face of tank
curing etc. comp. incl. PVC steps, outlet , inlet, over
flow and wash out pipe arrangment as necessary with
M.S.Cover of 25 Kgs. with locking arrangement fixing
glazed tiles of approved make such as Orient, Kgjaria,
Jhonson,Nitco,Somani ,Bell or equivalent make of
commercia quality of approved colour and size to sides
and bottom of water tankexcluding free board of 20 cm €

Under Ground water Tank

50000.00

4.60

Lit

230000.00

110

Providing & Laying Commercial Quality glazed tiles in
flooring laid on a bed of 20 mm. Av. Th.C.M.1:3(1cement :3
sand ) & onwall Of R.C.C. Tank with necessary cement paste
for fixing and joined with white cement slurry etc. complete,
finished with flush pointing in white cement etc.com.

120000.00

0.90

lit

108000.00

111

160

Providing erecting and fixing double coated
Syntex/Super/Reno PVC (ISI) mark water tank of
required capacity each with all necessary fittings &
connection etc. complete on terrace.

4000.00

4.65

lit

18600.00

112

142

Providing and fixing C.l. Manhole cover 0.60m.x0.45m.

Size having weight not less than 35 kg.

2.00

1116.05

No.

2232.10

113

157

Providing and filling in depressions of Bath and W.C. At
all floor levels, after completing plumbing work of pans,
pipestraps etc.with cinder or fly ash as directed by
Engineer in charge etc. comp..

202.00

465.00

CM

93930.00

114

154,155

(1) The wholework is to be executed through specialised
agency with a guarntee of 10 years given no a prescribed
proforma duly stamped

(2) the rate shal niclude for work at al floors and

conducting water proof test as directed.
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(A) Providing and laying water proofing treatment to|
vertical and horizontal surfaces of depressed portions of
W.C. kitchen and the like consisting of :

(@ | course of applying cement slurry @ 4.4 kg/sgm
mixed with water proofing compound conforming to IS :
2645 in recommended proportions.

(b) Il course of alayer of plaster in C.M. 1:3 with water|
proofing compound confirming to 1S:2645 about 25 mm.
th' in the floor of the depression & about 18mm th' On
the side walls of the depression up to the floor level,
water proofing plaster about 18 mm. th' be continued on
the walls above the floor level for a height of 600 mm.
with surface suitable to receive further treatment

(c) Finishing top with stone aggregate 10mm to 12mm
nominal size spreading @0.008 C.M./S.M., thoroughly
embedad in plaster layer.

as per specifications & instructions of Engineer in
charge

1252.00

259.00

SM

324268.00

(B) Providing and laying integral cement based water
proofing treatment including preparation of surface as
required for treatment of roofs, balconies, terraces etc.
consisting of following operations.

(&8 Applying and grouting a slurry coat of neat cement
using 2.75 kg/sgm of cement admixed with proprietary|
water proofing compound comforming to 1S:2645 over
the R.C.C. dab including cleaning the surface before
tratment.

(b) Laying cement concrete using broken bricks/brick|
bats 25 mm to 100 mm size with 50% of cement mortar|
1:5 (1 Cement : 5 Coarse sand) admixed with proprietary|
water proofing compound conforming to 1S:2645 ,brick
bats is finally covered by jointless cement plaster 20mm
th. in CM. 1:4 added with special water proofing
compound confirming to 1S:2645 & top smooth finished
with trowel with fase chequered marking of 300
mm.size.The treatment is carried aong the vertica
surface of the parapet & other adjoining wall up to|
height of about 300 mm in a shape of quarter round vata
Incl. curing etc. Comp. With average thickness of 120,
mm and minimum thickness at khurra as 65 mm.

(c) The whole terrace so finished shall be flooded with
water for a minimum period of two weeks for curing and
for final test. All above operations to be down in order
and as directed and specified by the engineer-in-charge.
With average thickness of 120 mm and minimum|
thickness at khurra as 65 mm.

0.00

430.00

SM

0.00

115

156

Prepering the surface after cleaning for application and
applying of Three coat of cool garud then Two coat of
cool top and single coat of transeal for Water proofing as
per Engineer in charge (Any extra Scaffolding,Crack
Filling with PU/ Acraclic Putty will be Charged ) Rate
including all taxes.

5630.00

608.00

SM

3423040.00
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116

66

Providing & Laying white glazed tiles 8 to 9 mm. th. of
Orient, Kgaria, Jhonson,Nitco,Somani ,Bell make at all
floor levels, in flooring, treads of steps & landings laid
on a bed of 20 mm. Av. Th.C.M.1:6(1cement :6 sand)
finished with flush pointing in white cement and use|
chemical for fixing of tiles etc.com. For al floors Size
600mm. x 600mm. (as per approval of architect's
specification ,selection & detail.) use for terrace

2638.00

0.00

SM

0.00

Total amount of Plumbing & Sanitation

6,505,793.84

(D) ELECTRIFICATION WORK Part - 1

Sr No|

| Description

ay. |

Rate

Amount

Electrical DTS as Per Volume - 1

Part-
01

Internal Wiring

Point wiring for Light / Bell with 2-1.5 sq.mm &
earthwire of 1.5 sq.mm (Green) both are of ISI
marked 1.1 KV grade FRLS PVC insulated
multistrand copper wires, in following type of pipe
to be erected concealed in/ on surface on
wall/ceiling complete with 6A Modular type switch /
bell push & accessories and earth continuity of
following type, erected on PVC / Metallic box, single
mounting base frame covered with
textured/metallic front plate modules erected on / in
wall / ceiling as per pipe erected, with necessary|
Lamp holder/ceiling rose / H.D.Connector as
directed.

With  medium class Rigid PVC pipe and
accessories. Cat.lll

1477.00

Pt.

424.20

626543.40

SOR 1-2-1

Point wiring for Secondary Light with 2-1.5 sq.mm
& earthwire of 1.5 sg.mm (Green) both are of ISI
marked 1.1 KV grade FRLS PVC insulated
multistrand copper wires, in following type of pipe
to be erected concealed in/ on surface on
wall/ceiling complete with 6A Tissino ISI marked
flush type switch / bell push & accessories erected
on Metal/PVC Box covered with 3 mm thick PC (
Polycarbonate)acrylic sheet with necessary Lamp
holder/ceiling rose / H.D.Connector as directed.

(a) with medium class Rigid PVC pipe and
accessories

18.00

NO.

121.20

2181.60

SOR 1-1-4

Point wiring for FAN with 2-1.5 sg.mm & earth wire
of 1.5 sg.mm (Green) both are of .ISI marked 1.1
KV Grade FRLS PVC insulated multistrand copper|
wires, in following type of pipe to be erected Open/
concealed in / flushed on wall/ceiling complete with
6A Modular type switch and hum free EME four or
more step type electronic fan regulator with
separately mounted and accessories with earth
continuity of following type erected on PVC /
Metallic box, single mounting base frame covered
with textured/metallic front plate modules erected
on / in wall / ceiling as per pipe erected. with
necessary ceiling rose / H.D.Connector as directed.
(&) with medium class Rigid PVC pipe and
accessories. Cat.lll

205.00

Pt.

606.00

124230.00

SOR 1-2-2
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Point wiring for Individual Plug with & earth wire of
1.5 sg.mm (Green) both are of ISI marked 1.1 KV
grade FRLS PVC insulated multistrand copper|
wires, in following type of to be erected Open/
concealed in / on surface of wall / ceiling complete
with Modular type switch & 5 pin Plug erected on
PVC / Metallic box covered with appropriate front
plate modules erected on / in wall / ceiling as per pi
pe erected with following type of accessories.

[1] For 6A Plug with 2-1.5 sg.mm Cu. Wire (a) with
medium class Rigid PVC pipe and accessories.
Cat. I

173.00

Pt.

449.45

77754.85

[l For 16A Plug with 2-2.5 sg.mm Cu. Wire (a)
with  medium class Rigid PVC pipe and
accessories. Cat. Ill

216.00

Pt.

676.70

146167.20

[1] For 16A Plug with 2-4 sq.mm Cu. Wire (a) with
medium class Rigid PVC pipe and accessories.
Cat. lll

21.00

Pt.

797.90

16755.90

SOR 1-2-3

Point wiring for Looped Plug with 6A Modular type
switch & 5 pin socket erected on PVC / Metallic
box, single mounting base frame covered with
textured / metallic front plate modules erected on /
in wall / ceiling with following type accessories. Cat.
11

319.00

Pt.

242.40

77325.60

SOR 1-2-4

Point wiring for Two Way Controlled Light Point with
2-1.5 sg.mm & earth wire of 1.5 sg.mm (green)
both are of .ISI marked 1.1 KV grade FRLS PVC
insulated multistrand copper wires, in following type!
of pipe to be erected Open/ concealed in/ flushed
on wall/ ceiling, complete with 6A Modular type
switches and following type of accessories erected
on PVC/ Metallic box, single mounting base frame
covered with textured/ metallic front plate modules
erected on/ in wall/ ceiling as per pipe erected. With
necessary batten/angle holder or ceiling rose or
H.D.Connector as directed.(a) with medium class
Rigid PVC pipe and accessories Cat. Ill

20.00

Pt.

535.30

10706.00

SOR 1-2-5

Mains with 1.1 K.V .grade FRLS PVC insulated ISI
marked Stranded Copper conductor wire in rigid
pvc pipe to be erected concealed in / flushed on
wall / ceiling with 1.5 Sg.mm. copper conductor
FRLS PVC insulated stranded wire of green color
for earth continuity of following size . (a) with
Medium class Rigid PVC pipe and accessories.

2 wire 1.5 sgmm.

7520.00

Mtr

60.60

455712.00

(o

2 wire 2.5 sgmm.

5550.00

Mtr

80.80

448440.00

3 wire 2.5 sg. mm

950.00

Mtr

101.00

95950.00

SOR 1-4-1

Mains with 1.1 KV grade FRLS PVC insulated ISI
marked stranded Copper conductor wire in
following type of pipe to be erected in / on wall /
ceiling with 2.5 sq. mm copper conductor FRLS
PVC insulated stranded wire of green colour for,
earth continuity of following size

(a) with medium class Rigid PVC pipe and
accessories

2 wire 4 sq. mm

910.00

Mtr

111.10

101101.00

(o

3 wire 4 sq. mm

430.00

Mtr

143.42

61670.60

4 wire 6 sq. mm

935.00

Mtr

262.60

245531.00

SOR 1-4-2
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Providing & Erecting approved make following size
of TV Co-axial flexible cable comprising inner
conductor of solid bare copper insulated with Foam

9 PE & Secondary conductor made of poly - 1500.00 Mtr 30.30 45450.00
Aluminium film bonded Al. Braids @ suitable
coverage overall sheathed with black PVC
insulation. b).RG-6
SOR 1-4-6
Supplying & erecting Delton or approved make
Telephone Cable electrolytic copper conductor PE
insulation twisted in two pairs, & wrapped with
10 FRLS PVC tape & sheathed with FRLS PVC or
HFFR outer Jacket suitable for telephone wiring &
confirming to C-DOT erected in existing pipe. of
following size of conductors & nos.of pairs. With
necessary connections.
[A] Conductor Size 0.5 mm (a) Unarmoured 0.00
a 2) Two Pairs 6575.00 Mtr 14.14 92970.50
b 5) Ten Pairs 600.00 Mtr 50.50 30300.00
C 6) Twenty Pairs 425.00 Mtr 101.00 42925.00
SOR 1-4-7
11 Supplying & erecting approved make LAN cable of
following size in existing pipe as per direction
[D]CAT-6¢e 15600 Mtr 70.70 1102920.00
SOR 1-4-8
Providing and erecting ISI mark Medium class
RIGID PVC PIPES of following size complete to be
12 erected on/in wall or ceiling erected with necessary
PVC fittings & Junction boxes fixed with adhesive
solution & Clamps with following dia of pipes, in
approved manner as directed
a (b) 25 mm 16265 Mtr 32.32 525693.20
b (b) 32 mm 2050.00 Mtr 53.53 109736.50
SOR 1-3-2
Providing & erecting PVC Corrugated Flexible
13 Conduit with required nos. of coupling, PVC
bushes, Check-nuts etc. complete of following
sizes.
a (2) 25 mm 2800.00 Mtr 20.20 56560.00
b (2) 32 mm 205.00 Mtr 25.25 5176.25
SOR 1-3-4
(A) Supplying and laying UPVC PANEL
TRUNKING (CABLE DUCT) system comprising
unplasticised polyvinyl, chloride rigid material with
14 ignition free & flame proof confirming BS .Alll 475.00 Mtr 242.40 115140.00
necessary accessories and measuring of following
sizes. (1) 60 mm x 45 mm trunking. Equivalent
make of Pricision, Nihir.
b (2) 100 mm x 50 mm trunking 825.00 Mtr 434.30 358297.50
MR
Supplying & laying under floor pregalvanised
corrosion proof rectangular sheet steel cable
15 trunking of 1.6 mm thick having with stand point
load up to 1.33 Ton & free from seepage of
concrete of screed water having following size of
dimensions and No of compartments (W x D x T)
[3] 100mm x 25mm x 1.6 mm wih one ¢, q, Mitr 464.60 278760.00
compartment
[6] 300mm x 25mm x 1.6 mm with Three 425.00 Mtr 1242 30 527977.50
Compartments
SOR 1-3-7
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16

Floor mounted metal S.S. outlet (under floor
service) made of high quality ABS & polyamide
materials with trap frame & screw less ratchet trap
lead with screw less knob reinforced with 2.5mm
thick pregalvanised steel plate of following size.

[2] 300mm x 300mm x 60/75 mm (Metal lead)
Three Compartments

12.00

Ea

5454.00

65448.00

SOR 1-3-9

17

[C] G.I. Junction cross over box for metal / Al
trunking with duct entry 25mm x 38mm size having
epoxy powder coated trap lead with corrosion & rust|
free having load bearing capacity of 5 TONS with
adjustable levelling screw of following size.

[3] 300mm x 300mm x 60/75 mm depth

6.00

Ea

6454.00

38724.00

MR

18

Providing and fixing approved make Ladder type
cable tray. Made from M.S sheet. The cable tray
should be bended as per IS 2062/1079 shall be
fabricated of double bended channel section
longitudinal members with single bended Channel
section. Rungs of members welded to the base of
tha longitudinal members at 250 mm c/c spacing .
as per IS and shall be coated with hot dip
galvanizing as per IS 2629/4759. with coupler plate
/ Fish plate and Gl hardware like nut - bolt and
washers etc. erected on existing support as per
Specification and as per instruction of engineer in
charge..

200 X 50 X 1.5 mm Thick

160.00

Mtr

338.35

54136.00

300 X 50 X 1.5 mm Thick

120.00

Mtr

363.60

43632.00

SOR 4-11-9

19

Providing and fixing approved make Perforated C
type cable tray. Made from CR sheet steel. The
cable tray should be single or double bended as per
required and as per IS 2062/1079 and shall be
coated with hot dip galvanizing as per IS
2629/4759. with coupler plate / Fish plate and Gl
hardware like nut - bolt and washers and other
accessories etc. erected on existing support as per
Specification and as per instruction of engineer in
charge..

(5) 300 X 50 X 1.5 mm Thick

250.00

Mtr

661.55

165387.50

SOR 4-11-1

Accessories mounted with PVC / metallic box,
covered with appropriate front plate modules
erected with necessary connection.

Two pin RJ-11 Telephone socket with top Cat. 11l

253.00

Ea.

161.60

40884.80

T| o

TV Co-axial Socket outlet - Cat Ill

26.00

Ea.

161.60

4201.60

O

Modem Jack for Computer Open RJ-45 Cat. llI

255.00

Ea.

161.60

41208.00

6/16Amp. Universal socket Cat. lll

76.00

Ea.

202.00

15352.00

16/20/25 Amp. Modular Starter for Motor / A.C. Unit
Complete Cat. lll

21.00

Ea.

505.00

10605.00

SOR 1-2-6

21

Providing & erecting Switch board for Computer or,
electric apparatus consisting of following items in
single board erected on PVC / Metal board with 3
mm thick PC (Polycarbonate) / Acrylic sheet
erected as directed

1 no. 6A/16A universal plug-switch combined.

4 nos. 6A Switch

4 nos. 6A 5 pin Plug
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[B] For Modular Type Accessories Cat. llI

85.00

Ea.

1151.40

97869.00

SOR 1-6-2

Part-
02

LT Switchgear, Distribution Boards & LT Panel

22

SETC of Main Panel as per site requriment

2.00

Ea.

536658.20

1073316.40

RA

23

SITC of 250 kVAR APFCR Panel Complete with all
switchgear etc.as per SLD and Detailed
Specification

1.00

Ea.

300000.00

300000.00

MR

24

Approved make Four Pole LT Heavy Duty Switch
Disconnector Fuse Unit Cubical type for panel
mounting complete with operating mechanism
suitable to operate on 415V A.C. With HRC fuses
of suitable load confirming to IS. 13947 (Part | &
I11). of following capacities with Encloser

(b) 63 Amp Cat llI

4.00

Ea.

3019.90

12079.60

(g) 400 Amp Catlll

2.00

Ea.

15493.40

30986.80

(i) 800 Amp - Cat.lll

1.00

Ea.

29542.50

29542.50

SOR 3-3-3

25

Providing and erecting busbar chamber confirming
to 1S-375 fabricated from 16 G.M.S. sheet, dust &
vermin proof having hinged door with rubber gasket
and necessary busbar supports with COPPER
busbar having current density not more than 1.6
Amp. / sq.mm (Rated current / cross section area)
duly wrapped with colour insulation tape for phase
sequence, three phase & neutral each suitable for
following current capacity with necessary painting
mounted on wall or pedestal frame of required size
with necessary connections.

(A) Suitable for 63/100 Amp. capacity

4.00

Rmtr

4191.50

16766.00

(B) Suitable for 200 Amp. capacity

1.00

Rmtr

5433.80

5433.80

(D) Suitable for 400 Amp. capacity

0.00

Rmtr

9797.00

0.00

(D) Suitable for 800 Amp. capacity

1.00

Rmtr

19594.00

19594.00

SOR 3-7-2

26

Miniature circuit breaker single pole 6A to 32A
suitable to operate on 240 V A.C. system and
having breaking capacity 10 KA to be erected in
existing box. confirming to IS 8828/1996 with ISI
Mark Cat. Il

320.00

Ea.

116.15

37168.00

SOR 3-10-1

27

Providing & erecting 240 V MCB double pole switch
for motor & inductive load (C Curve) having 10
KA breaking capacity & confirms to IS : 8828 in
existing box having following capacity

(A) 6 to 32 Amp. Cat.lll

110.00

Ea.

309.05

33995.50

SOR 3-10-2
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28

Providing & erecting 415 V MCB Four Pole for
Motor & Inductive Load (C Curve) having 10KA
breaking capacity & confirms to IS :8828 in existing
box having following capacity

(A) 6 to 32 Amp. Cat.lll

28.00

Ea.

595.90

16685.20

(c)63 Amp. Cat.lll

40.00

Ea.

757.50

30300.00

SOR 3-10-5

29

Sheets steel powder coated enclosure suitable for
incorporating One/Two Pole MCB.

80.00

Ea.

166.65

13332.00

SOR 3-11-4

30

Sheets steel powder coated enclosure suitable for
incorporating Three/Four Pole MCB.

22.00

Ea

313.10

6888.20

MR

31

Providing and erecting Sheet Steel powder coated
MCB distribution board - flush / surface mounted
fitted with busbar, neutral link, earth bar and DIN
rail, confirming to IS 13032 and BS 5486-1986
without MCB to house appropriate nos. of
MCBs.(The DBs should be used of same company|
of MCB to be used)

(A) Single phase 4 way single door

0.00

Ea

313.10

0.00

(B) Single phase 4 way SS Double door

0.00

Ea

545.40

0.00

(C) Single phase 6way single door

0.00

Ea

505.00

0.00

(E) Single phase 8 way single door

0.00

Ea

616.10

0.00

(F) Single phase 8 way SS Double door

12.00

Ea

999.90

11998.80

(H) Single phase 12 way SS Double door

12.00

Ea

1292.80

15513.60

(J) Three phase 4 way SS Double door for single
phase outgoing horizontal Box

23.00

Ea

2020.00

46460.00

(N) Three phase 8 way SS Double door for
horizontal single phase outgoing

10.00

Ea

2949.20

29492.00

SOR 3-11-5

32

Approved make ELCBs / RCCBs conforming to IS:
12640 and having sensitivity of 30 mA and Short
Circuit withstand capacity of 6 KA and suitable for
operation on single phase 240 V. having
characteristic of quick action & tripping with all
advance feature & do not incorporate any electronic
component. for following Max. rating erected as
directed.

(i) 25 Amps.DP- Cat llI

10.00

Ea.

2323.00

23230.00

(i) 40 Amps. DP Cat.lll

37.00

Ea.

2636.10

97535.70

SOR 3-12-1

33

Approved make ELCBs / RCCBs conforming to IS:
12640 and having sensitivity of 30 mA and Short
Circuit withstand capacity of 6 KA and suitable for
operation on 3 phase and neutral 415V. having
characteristic of quick action & tripping with all
advance feature & do not incorporate any electronic
component for following Max. rating erected as
directed.

(i) 40 Amps. FP Cat.llI

14.00

Ea.

3110.80

43551.20

(iii) 63 Amps. FP - Cat. lll

19.00

Ea.

3585.50

68124.50

SOR 3-12-2

34

Cable Junction Boxes IP 66 “halogen free and
weather proof” With Terminal Make: Hensel, MK

93X93X62 MM KF 0202 B

2.00

Ea.

774.50

1549.01

130X130X77 KF 0606 B

2.00

Ea.

1062.63

2125.25

150X210X92 KF 1616 B

3.00

Ea.

1757.79

5273.36

205X255X112 KF 2525 B

2.00

Ea.

2475.81

4951.62

MR

35

Supplying and erecting bakelite sheet 12mm thick
HYLAM make on existing angle iron frame.

104.00

Kg

131.30

13655.20

SOR 3-16-8
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36

Supplying rubber matting of 12 mm thickness as
per IS 5424 and of required length and breadth with
good insulation property for 22 KV

3.20

Sq. Mtr

2020.00

6464.00

SOR 10-2-4

37

Providing printed instruction chart both in English
and Guijarati and duly framed with front glasses, for
treatment of person suffering from Electric shock

12.00

Ea.

151.50

1818.00

SOR 10-2-1

MR

38

Providing& fixing G.P. L-Slotted Angle (3" Gap, 16
Gauge ) and M.S L-Type Patti Bracket With PVC
Coated (8mm) Nut-Bolts (with 2 wiser) and 3" Khila]
on wall at Levels of approved design including the
cost of cutting, drilling holes & make good the wall
etc coplete-For Meter Fitting Arrangement of
Single/Three Phase Meterbox (with MCB) as per
site requriment.

25.00

R.M.

213.00

5325.00

MR

Part-
03

LT Cables & Cable Termination

39

Mains with ISI marked, 1.5KV grade electrolyte
multi stranded, annealed copper conductor with
heat resistant PVC insulated conforms to IS 694,
IEC - 227 erected in existing pipe of following size
(Specifically for control panel, relays, power
switchgears, motor starters & control wiring) with
required size of copper lugs, nuts and bolts if
required.

(k) One wire 70.00 sg. mm

80.00

Mtr.

676.70

54136.00

SOR 1-4-4

40

Supplying & erecting Flexible PVC insulated
multistrand multicore 1.1 KV grade ISI marked
Copper Wires of following Size to be erected as
directed.

d) 1.50 Sg.mm 2 core round PVC sheathed

80.00

Mtr.

30.30

2424.00

h) 2.50 Sg.mm 3 core round PVC sheathed

120.00

Mtr.

75.75

9090.00

h) 4.0 Sg.mm 3 core round PVC sheathed

150.00

Mtr.

126.25

18937.50

SOR 1-4-5

41

(A)Supplying & erecting XLPE(1S:7098)(1)-88 ISI
unarmoured copper cable 1.1 KV grade to be
erected as directed of following size.

3 core 4 Sq. mm

80.00

Mtr

181.80

14544.00

4 core 4 Sg. mm

150.00

Mtr

232.30

34845.00

4 core 6 Sg. mm

80.00

Mtr

353.50

28280.00

4 core 10 Sg. mm

0.00

Mtr

555.50

0.00

SOR 4-2-1

42

(B)Providing and erecting XLPE(IS:7098)(1)-88 ISI
armoured cable multistrand Copper conductor for
1.1 KV. to be laid on wall with necessary clamps or
in existing trench / pipe at road crossing or floor of
following size of cable.

4 Core 2.5 Sq. mm

0.00

Mtr.

262.60

0.00

4 core 4 Sq. mm

0.00

Mtr.

353.50

0.00

4 core 6 Sg. mm

0.00

Mtr

494.90

0.00

4 core 10 Sq. mm

390.00

Mtr

787.80

307242.00

SOR 4-4-4

43

Providing and erecting XLPE(IS:7098)(1)-88 ISI
armoured cable multistrand Aluminium conductor
for 1.1 KV. to be laid on wall with necessary
clamps or in existing trench / pipe at road crossing
or floor of following size of cables.
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(A) 31/2 core 25 Sg.mm (16 Sg. mm 1/2 core)

0.00

Mtr.

191.90

0.00

(B) 31/2 core 50 Sq.mm (25 Sg. mm 1/2 core)

0.00

Mtr.

303.00

0.00

(C) 31/2 core 70 Sg. mm ( 35 Sq. mm 1/2 core)

205.00

Mtr.

404.00

82820.00

(D) 3 1/2 core 185 Sg.mm (95 Sq. mm 1/2 core)

0.00

Mtr.

939.30

0.00

(H) 31/2 core 240 Sq. mm( 120 Sq. mm 1/2
core)

80.00

Mtr.

1212.00

96960.00

(J) 31/2 core 400 Sg.mm ( 185 Sg. mm 1/2 core)

120.00

Mtr.

1818.00

218160.00

SOR 4-3-3

44

Making trench in Hard Murrum / Tar Road of
suitable width of 90 cms or required depth for
laying any size of cable or locating the fault all over
the run and back filling the same and making the
surface as normal ground.

60.00

Mtr.

60.60

3636.00

SOR 4-5-2

45

Providing & laying. R.C.C. hume pipe for cable to
be laid 90 cms. below ground across the road
crossing or on floor with necessary material in an
approved manner and making the ground as per
original.

(A) 250 mm dia

55.00

Mtr

277.75

15276.25

(B) 150 mm dia

25.00

Mtr

247.45

6186.25

SOR 4-5-7

46

Providing & laying. Double walled corrugated pipes
(DWC) of polyethylene(conforming to IS 14930 Il
)with necessary connecting accessories of same
material at required depth for laying of cable.
below ground / road surface for enclosing cable
and back filling the same to make ground as per
original.

(A) 0.D. 50 /I.D. 38 mm dia

450.00

Mtr.

146.45

65902.50

(B) O.D. 90 /76 I.D. mm dia

225.00

Mtr.

217.15

48858.75

SOR 4-5-8

47

Cable Termination

Providing and, fixing heavy duty flange type brass
cable gland with rubber ring for PVC insulated
armoured cable complete with out going tails,
insulating tape etc for following size of cables.

(c) 2to 4 core 6 Sg. mm

24.00

Each

40.40

969.60

(d) 2 ot 4 core 10 Sq. mm

40.00

Each

40.40

1616.00

(e) 2to 4 core 16 Sq. mm

0.00

Each

50.50

0.00

SOR 4-6-1

48

Providing and, fixing heavy duty flange type brass
cable gland with rubber ring for PVC insulated
armoured cable complete with out going tails,
insulating tape etc for following size of cables.

(A) 3&1/2/4 core 25 Sg.mm

0.00

Each

70.70

0.00

(B) 3 & 1/2 core 35/50 Sq. mm

0.00

Each

80.80

0.00

(C)3&1/2 core 70 Sq. mm

12.00

Each

111.10

1333.20

(G) 3 & 1/2 core 185 Sq. mm

0.00

Each

257.55

0.00

(H) 3 & 1/2 core 240 Sg. mm

16.00

Each

267.65

4282.40

(J) 3 & 1/2 core 400 Sq. mm

6.00

Each

398.95

2393.70

SOR 4-6-3

49

Solder less crimping type Aluminium lugs
conforming to IS suitable for cable of following size
evenly crimped with high pressure tool & connected
to switchgear terminals with brass/cadmium plated
nut bolts in an approved manner.

(A) 1.5/ 2.5/4/6 Sq.mm

0.00

Each

5.05

0.00

(C) 16 Sq.mm.

0.00

Each

15.15

0.00
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(D) 25 Sgq.mm. 0.00 Each 15.15 0.00
(E) 35/50 Sg.mm. 0.00 Each 20.20 0.00
(F) 70 Sq.mm. 32.00 Each 25.25 808.00
(J) 185 Sg.mm. 0.00 Each 80.80 0.00
(K) 225 Sgq.mm. 104.00 Each 85.85 8928.40
(M) 400 Sg.mm. 24.00 Each 111.10 2666.40
SOR 4-7-1
Solder less crimping type Copper lugs conforming
to IS suitable for cable of following size evenly
crimped with high pressure tool & connected to

50 switchgear terminals with brass/cadmium plated nut| 320.00 Each 8.08 2585.60
bolts in an approved manner.
(A) 1.5/2.5 to 6 Sg.mm
SOR 4-7-2
Providing and erecting ISI marked PVC insulated
PVC Sheathed Flat flexible Submersible copper

51 cable approved make of following Size.
(b) 3 Core x 2.5 Sq. mm.
(b) 3 Core x 2.5 Sg. mm. 40.00 Mtr. 90.90 3636.00
(c) 3 Core x4 Sg. mm 60.00 Mtr. 126.25 7575.00
SOR 9-7-1
Manhole
Construction of man holes as per following
specifications for providing passages to lay the
cables.

52 Providing 900 mm(B) x 900 mm(W) X 1000 mm®@)|  >° Each | 3535.00 17675.00
manhole complete with 6" thick brick wall,
plastering on both sides and providing C.I. hinged
cover complete in all respect.
MR

Pg;t- Indoor Light Fixtures

Supplying and erecting LED indoor fittings with
LEDs of wattage 0.2 Watt to 0.5 Watt assembled
on single MCPCB, with housing used as a heat
sink shall be made of thick sheet Steel conforming
to IS: 513/CRCA polyester powder coated and high
U.V. & corrosion resistance with diffuser and/or
Polycarbonate optics with company mark/name
120 to 300 V,Power Factor more than 0.9, THD <
10 %,
CCT 4000 K to 6500K, Uniformity ratio >0.7,

53 Luminaire efficacy> 85 lumens/watt , 8.00 EACH 979.70 7837.60
LED driver efficiency > 85 %
CREE / OSRAM / PHILIPS Lumileds / NICHIA /
SEOUL/Bridgelux(U.S.A.) make LED used for
luminaire. (Each fitting required LM-79 & LM-80
Certificates) (A) Tube Light with integral/ non-
integral driver (d) 20-22 Watts, Surge - 4KV, IP-20,
4 feet Catlll
14-01-A
Supply, Erection, Testing & Commissioning of 10
watt LED Bulk Head luminary, having min. 600
lumen out put, with housing made of high pressure

54 die cast aluminum & Poly carbonate front diffuser, 200 Each 2149.00 4298.00

IP66 protected & having impact resistance of 1K09.
Make: Philips, Havells, Bajaj, Crompton, C&S,
Schreder

MR
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55

Providing and erecting LED recessed mounting
fitting complete with holder with lead wire and
connection and adapter (2 X 2))
Make: Philips RC140B LED29S-6500 PSE WH
Bajaj-BXTBLR36 WH, Crompton-LCTAR1-40-CDL,
Havells- LHEWEBP6IN1WO036.
Contractor Has to submit NABL approved
Laboratory LM 79 and LM 80 Test certificate of
model to be offered for confirmation of above
specification.

400.00

Ea.

4529.85

1811940.00

Providing and Erecting Frame for above fitting if
requried.

400.00

Ea.

987.28

394912.00

MR

56

Supplying and erecting LED indoor fittings with
LEDs of wattage of 0.2 Watt to 0.5 Watt
assembled on single MCPCB, with housing used as
a heat sink shall be made of thick sheet Steel
conforming to IS : 513 / CRCA polyester powder|
coated and high U.V & corrosion resistance with
diffuser and/ or Polycarbonate optics with company|
mark / name engraved or embossed. 120 to 300V,
Power Factor more than 0.9, THD < 10%, CCT
4000K to 6500K, Uniformity ratio > 0.7, Luminaire
efficacy > 85 lumens/watt. LED driver efficiency >
85%. CREE / OSRAM / PHILIPS LUMILEDS /
NICHIA / SEOUL / BRIDGELUX (U.S.A) make LED
used for luminaire. (Each fitting required LM-79 &
LM-80 certificates) (C) Square /Circular, Surface /
Recessed Mounted Downlight with provision for,
spring loaded mounting clips complete. Final
Decison is Taken By EIC/Consultant

(a) 5-7 watts, Surge - 2KV Cat Il

20.00

Ea.

545.40

10908.00

(b) 10-15 watts, Surge-4KV Cat IIl.

126.00

Ea.

1111.00

139986.00

(C)20-24 watts, Surge-4KV  Cat lll.

268.00

Ea.

2020.00

541360.00

14-01-C

57

Supplying and erecting LED indoor fittings with
LEDs of wattage of 0.2 Watt to 0.5 Watt
assembled on single MCPCB, with housing used as
a heat sink shall be made of thick sheet Steel
conforming to IS : 513 / CRCA polyester powder|
coated and high U.V & corrosion resistance with
diffuser and/ or Polycarbonate optics with company|
mark / name engraved or embossed. 120 to 300V,
Power Factor more than 0.9, THD < 10%, CCT
3000K to 6500K, Uniformity ratio > 0.7, Luminaire
efficacy > 85 lumens/watt. LED driver efficiency >
85%. CREE / OSRAM / PHILIPS LUMILEDS /
NICHIA / SEOUL / BRIDGELUX (U.S.A) make LED
used for luminaire. (Each fitting required LM-79 &
LM-80 certificates) (G) Spot Light , 5W, 425
Lumens, Surge-2KV Final Decison is Taken By
EIC/Consultant

(a) 5/7 Watts Cat Il Spotlight,

0.00

Ea.

2161.40

0.00

(b) 11 Watts Spotlight, Cat Ill

20.00

Ea.

3676.40

73528.00

14-01-G
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58

Providing & erecting Indoor / Outdoor type High
Brightness SMD-WP-5050 (IP 68) LED chip comes
with flexible ribbon with self adhesive back provide
even light spread with 120 degree viewing angle
suitable for outdoor version, Water proof Master or
Nano Profile. Rated wattage 2.88, with 1M LED
Strip with driver and its housing box for Warm
white / Blue / Magenta / White / RGB Final Decison
is Taken By EIC/Consultant

15.00

Mtr

1500.00

22500.00

MR

59

Supplying and erecting 40W LED outdoor post top
fittings with made of pressure die-cast aluminium
IP 65 housing and clear glass with diffuser and/ or
Polycarbonate optics with company mark / name
engraved or embossed. Price is include with 4 Mtr
Gl Pole with powder coated and smooth finished of
same colour of fittings or as per instructed by
architect. 120 to 300V, Power Factor more than 0.9,
THD < 10%, CCT 3000K to 6500K, Uniformity ratio
> 0.7, Luminaire efficacy > 85 lumens/watt. LED
driver efficiency > 85%. CREE / OSRAM / PHILIPS
LUMILEDS / NICHIA / SEOUL / BRIDGELUX
(U.S.A) make LED used for luminaire. Equivalent
make of Havells Spring 5, Philips, Crompton,
Schreder. Final Decison is Taken By
EIC/Consultant

0.00

EACH

43000.00

0.00

MR

60

Supplying and erecting 9W LED outdoor type
Bollard fittings with new generation, energy saving,
environmental friendly, long life aesthetically
designed made of pressure die-cast aluminium IP
65 housing with diffused lighting. Luminair hieght|
is 500mm. 120 to 300V, Power Factor more than
0.9, THD < 10%, CCT 3000K to 6500K, Uniformity
ratio > 0.7, Luminaire efficacy > 85 lumens/watt.
LED driver efficiency > 85%. CREE / OSRAM /
PHILIPS LUMILEDS / NICHIA / SEOUL /
BRIDGELUX (U.S.A) make LED used for luminaire.
Equivalent make of Havells BAMBOO, Philips,
Crompton, Schreder. Final Decison is Taken By
EIC/Consultant

0.00

EACH

4165.00

0.00

MR

61

Supplying and erecting 80W LED outdoor type
facade flood light fittings with new generation,
energy saving, environmental friendly, long life
aesthetically designed made of pressure die-cast
aluminium IP 65 housing with diffused lighting.
120 to 300V, Power Factor more than 0.9, THD <
10%, CCT 3000K to 6500K, Uniformity ratio > 0.7,
Luminaire efficacy > 85 lumens/watt. LED driver,
efficiency > 85%. CREE / OSRAM / PHILIPS
LUMILEDS / NICHIA / SEOUL / BRIDGELUX
(U.S.A) make LED used for luminaire. Equivalent
make of Havells JETA Linear, Philips, Crompton,
Schreder. Final Decison is Taken By
EIC/Consultant

0.00

EACH

15890.00

0.00

MR

Part-
06

Fan & Related Accessories
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62

Providing and erecting Approved make Power
Saving Max. 50 Watt Ceiling fan with double ball
bearing ISI mark with condenser A.C. 230V.50
¢/s.1200 mm. sweep complete having 3 blades with
aluminium blades with canopy and 30 cms. down
rod erected on existing hook or clamp with 24/0.2 ,
3 core flexible wire with earthing. [5 star Rating as
per list declared by BEE]

205.00

Ea.

2090.70

428593.50

SOR 5-1-6

63

Supplying & erecting fan hook box of 10 mm M.S.
round bar bounded to the RCC bars up to 50mm
length each side and pierced through a 16 Gauge
M.S. box / Heavy Duty PVC box complete erected
concealed in Ceiling with necessary finishing.

205.00

Ea.

126.25

25881.25

SOR 5-2-3

64

Supplying and erecting Single phase approved
make Industrial Exhust fan suitable for medium duty
ring mounted low noise operation suitable for
medium duty having size

305 mm dia and 900 RPM. Cat.ll

23.00

Ea.

2424.00

55752.00

450 mm dia and 900 RPM. Cat.ll

10.00

Ea.

3939.00

39390.00

SOR 5-3-4

65

Supplying and erecting Single phase ALMONARD
or Equivalent make Wall mounted Air Circulater|
having size 450mm/18 Inch with its all accessories.

10.00

Ea.

6723.63

67236.33

MR

Part-
07

Earthing System

66

Supplying and erecting eartn pit of minimum bore
dia. 150 mm. size, approved make Safe Earthing
Electrode, consisting of pipe-in-pipe trechnology as
per IS 3043-1987, made of corrosion free g. i.
pipes, having outer dia. of 50 mm., having 80-200
micron galvanizing, inner pipe dia. of 25 mm,,
having 200-250 micron galvanizing, connection
terminal dia. of 12 mm., with constant ohmic value,
surrounded by highly conductive compound with
high charge dissipation, suitable for the following
type of applications.

Length of pipe : 3.00 mts.

Backfilling compound : 02 nos. bags of 25 Kgs.

17.00

Kg

13584.50

230936.50

SOR 3-14-9

67

Pipe type earthing having 150 cms. long and 2.5
cms. dia. galvanized iron pipe with coupling and
buch buried in specially prepared earth pit complete
with necessary 8 SWG earth wire. (for Street Light)
. With using salt and charcoal / coke as required for,
pipe type earthing. - to be used for each Street
Light

0.00

Ea.

434.30

0.00

SOR 3-14-6-A

68

Providing and erecting requried size Hot Deep
Galvanised Iron strip for earthing

230.00

Kg

90.90

20907.00

SOR 3-14-2

69

Providing and erecting Annealed bare Copper 8 to
16 SWG

120.00

Kg

717.10

86052.00

SOR 3-14-4

70

Providing and erecting Hot Deep Galvanised Iron
wire 8 SWG

90.00

Kg

90.90

8181.00

SOR 3-14-5

Part-
08

UPS, Water cooler & Purifire and Air Condition
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Providing & erecting water cooler having storage
capacity 80 Ltr. & cooling capacity 40 Ltr.per hour|
@ an ambient temp of 450 C. The outlet temp. of
the water should drop by 150C within a hour, The
water cooler should be comprising of hermetically|
sealed compressor, fan motor, condensing unit,

& water tank surrounded by evaporating, coil, 0.00 Ea. 36360.00 0.00
thermostats, relay etc.complete with necessary inlet
& outlet connection. The body of water cooler will
be made from Stainless Steel.
40 Litre Storage/80 Litre Cooling 0.00
SOR 8-8-1
150 Litre Storage/150 Litre Cooling 0.00 Ea. 55045.00 0.00
SOR 8-8-2
72 SITC qf Water Purifire Eureka Forbs Make AG 200 0.00 Ea. 10605.00 0.00
or Equivalent
MR
73 Supply and fixing 2 ton A.c(BEE FIVE STAR 0.00 EACH 56560.00 0.00
ONLY)
MR
74 Supply and fixing 1.5 ton A.c(BEE FIVE STAR 0.00 EACH 48480.00 0.00
ONLY)
MR
Supplying and erecting approved make online Un-
interruptible Power Supply system comprising flat
cum-boost charger, static Inverter & sealed
maintenance free batteries. The charger having
operating capacity for input 380-430V AC &
inverter having output 415V,50 Hz Ac with 0.8
& load power factor with battery, over under voltage
output with over load & short circuit protection
equipment. The system housed in CRC sheet duly,
powder coated paint with following capacity & with
Following size of batteries.
(D) 30 KVA Online UPS in Parallel Redundancy
(i)With 64 Nos. of 12 V 100 Ah SMF batteries 0.00 EACH | 2362750.00 0.00
Equivalent Make of BPE, APC
MR
SITC of Cable management system on Wall with
Prestige 3D Antibac provision suitable for mounting
of 6A/16A , 3pin/6 pin Switch socket including all
76 accessories like Antibac Straight Cover, Curved| 360.00 R Mtr 1176.00 423360.00
Cover, Joint Cover, End Cover, Angle, Tee Etc.
Equivalent make of MK, Legrand
MR
77 i';cthg; gf;g”;g”s rating of 250 KVA ,BHP not 54 Ea |1861228.00| 1861228.00
MR
78 i{'/l’:g g;(’iASI\(/IeFI:)/GA;'GSt Control Panel for200 KVA/250 1.00 Ea 262802.00 262802.00
MR
Providing and fixing of lightning conductor are
Heavy Duty type made from Low Carbon Steel
having 25 mm dia. 1300 mm long, with 250 micron
79 copper coating is carrying out on the surface, 2.00 Ea 3500.00 7000.00

having single prong at top, with 84 mm dia. 3 mm
thick copper base plate including holes etc.
complete as required.

MR
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80

Providing, installiing and commissioning of Low
Intensity LED type Aviation Warning Light, Type ‘B’
with intensity of >32 Cd, conforming to ICAO
regulations, Red Color solid state lamp elements
(LED’S), light will burn in stationary mode with
inbuilt photocell card for automatic dusk to dawn
operation, Operating Voltage — 230 V AC, 50 HZ.
Weather Protection-IP 65. Equivalent MAKE of
AVAIDS TECHNOVATORS PVT. LTD., C&S ,
BAJAJ

1.00

Ea

4642.00

4642.00

MR

81

Providing & erecting open well horizontal mono block
pump set with cast iron body, complete for three phase
submersible motor having

[D] For 5 HP 3 phase open well horizontal mono block
pump set suitable for 1350 LPM to 310 LPM @ 10 to 42
Mtr head suitable for 50/65 mm dia delivery pipe Cat Il.

2.00

Ea

16816.50

33633.00

SOR 9-4-2.

82

Providing & erecting Horizontal multi stage twin booster
system suitable for LPM @ 3.5 kg/Cm2 pressure
company fitted 1 working 1 stand by

1.00

Ea

295021.00

295021.00

MR.

83

Supplying & erecting approved make 3 phase motor
control cubical panel ( Star - Delta) made from16 G.
CRCA sheet duly painted with epoxy powder painted
inside and outside with hinged doors and locking
arrangement, consisting of suitable size of ON- OFF
isolator (AC - 3/23 duty) main fuses, single phasing
preventer cum water level. Guard (Complete unit),
Toggle switch to by pass Single phase preventer cum
WLG, indicating lamps for R- Y- B phases, over load
relay, Automatic water level controller, Ammeter &
Voltmeter each with two way selector switch incoming
wires duly socket Crimped, Panel to be erected on
angle iron frame grouted on wall as directed. Star Delta
& main contactor, overload relay, thermal / Electronic
Star delta cutoff timer, start - stop push buttons. The
isolator overload relay & contactors of L& T, Siemens or
Cuttler Hamer make only. Panel to be erected on angle
iron frame ground on wall.

(a) S/Dupto7.5H.P.

1.00

Ea

13938.00

13938.00

SOR 9-5-4.

84

Supplying & erecting approved make Automatic liquid
level controller 6A.as per instruction of Engineer in
charge on site complete with wiring connection with
existing wires , with copper conductor (Size Not less
than 1.5 Sg MM) from pump to upper and lower tank
with ISl marked Rigid PVC Pipe.

1.00

Ea

4500.00

4500.00

MR

85

SITC of Entry/Exit Signage with 5 hour battery backup,
non maintain type, LED, Ni-Mh/Ni-Cd Rechargable
battery, 16 to 24 hour reacharging period, constant
current charging type, Confirms IS : 9583-1981 with 22
SWG CRCA white powder coated housing, Input 230V,
50 Hz. Price is include with all required accessories for

mounting.Equivalent make of Prolite (PEL LED E/M)

16.00

Ea

6800.00

108800.00

MR

Page 38




[1] GEAR LESS LIFT DRIVE comprising of High
Starting torque Lift duty 3 phase 440 V A. C.
Permanent magnetic synchronous motor of
proper rating with high efficiency shall be used.
[2] Micro processor based / PLC, ACVVF, vector
control drive with encoder feedback closed loop
system shall be used for lift car and door
operation which shall be full collective selective
operation hall call demand response, UP/DOWN
hall stops, Main, Up/ Down Contactor with
overload and phase reversal relay and safety
controls.

[3] Car with M S platform with bracings of
adequate size and to sustain the impact load
cabin + passenger with safety factor of fire for
steel and side panels of Stainless steel of sheet|
of grade 304 duty. Car ceiling will be S.S.
finishes with aesthetic appearance with LED
ceiling lights. Car flooring shall be of anti skid
PVC with choice of colour of engineer in
charge. Car doors shall be of stainless steel
grade 304, hairline finish with centre opening /
telescopic automatic doors. Car panel will also
be S.S. 304 finished with emergency stop
device, mechanical door safety device, facility
of auto/ attended mode. All car panel buttons
and all floor switches must be with brail
language as per lift act.

[4] All landing doors shall be fully automatic
centre opening/ telescopic opening made of
hairline finish steel grade of 304 with key holes
and infrared curtains with Unlocking facility
from outside.

[5] Appropriate battery operated emergency
light in the car along with alarm switch shall be
provided.

[6] Digital scrolling indicator system for up-
down arrow along with floor position indicator
shall be provided inside the car and at all floors.

[7] Full height infra red curtain with multiple
criss / crossing light beams shall be provided.

[8] Automatic Rescue Device (ARD) shall be
provided accordingly of passenger capacity.

[9] Audio visual indication in the lift car showing
over loading shall be provided such that doors
kept open till excess load is removed.
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[10] Spring buffers/PU Buffers shall be
provided.

[11] Car fan with automatic sleep timer shall be
provided.

[12] Voice annunciater with suitable music shall
be provided in lift car.

[13] Self diagnostics system for operational and
safety parameters shall be provided in control
panel.

[14] Mechanical over speed governor, door key
holes in the floor doors, fireman switch shall be
provided.

[15] Lift machine hoisting arrangement in the lift
machine room and monkey ladder for lift pit
should be provided by the lift agency, along
with the other steel structure works,
foundations for the machine etc...

[16] In the hoist way fascia plate shall be
provided without any extra cost, where ever
required as / if directed by engineer in charge.

[17] Permanent wiring in lift machine room and lift well
with proper numbers of light points, with fixtures,
exhaust fan and plug points shall be provided by the
agency. Power supply of 3 phase 440 V shall be made
available by department in lift machine room.

[18] Any civil/ electrical works for additional and
alteration in lift shaft and machine room related to
erection of lift shall be made by lift agency without any
extra cost.(granite/marble fixing around all landing door
openings are not in lift agency’s scope.)

[19] Agency has to provide all working drawings and
documents and liaison services for obtaining all
necessary permission from lift inspector and other
authorities.

[20] As per statutory requirement of Got. Of Gujarat lift|

& escalator act 2000, lift agency has to provide

1. Car top safety barricade

2. Push & talk communication system.

3. Fireman's switch operation at Ground Floor

8/ 10passengers . Ground plus 5 upper floor with

86 Rated Speed of 1.0 m/sec with micro proce/PLC 1.00 Ea 1424100.00| 1424100.00
control and ACVVVF. drive,
13-1-U
15 /16 passengers . Ground plus 5 upper floor with
87 Rated Speed of 1.0 m/sec with micro proce/PLC 2.00 Ea 1828100.00 3656200.00
control and ACVVVF. Drive
13-1-AS
20 passengers . Ground plus 5 upper floors with Rated
88 Speed of 1 m/sec with micro proce/PLC control and 1.00 Ea 1893750.00 1893750.00
ACVVVF. Drive
13-1-BD
(D) Add Rs. 80,000/- for the DUPLEX control for the lifts
89 up to 10 floors and add Rs. 10,000/- for additional each 0.00 Ea 80800.00 0.00
floor above 10 floors.
(H) Total Amount of Electrical Rs. 23383519.46
IT Mac Center 152,844,360.69
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Abstract sheet (AREA Development) Part - 2

S.O0.RRATE 15-16

Item
No.

Description

aty.

Rate

per

Amount

(A) Garden

112C

LAWN Carpet : Area cleaning and side grading,
removing unwanted materials, plants, chrubs,wild grass,
weeds,debris,rubbish,etc. Excavating up to depth 30
C.M surface dressing leveling, making slopes for
drainage according to landscape, Disposal of unwanted
materials with all labour and tools. Development of
lawn including preparation of bed ground, spreading
and mixing the good soil with Farm Yard Manure,
Gypsum, fertilizer soil with farm Yard Manure, Gypsum,
Fertilizer bas required hand specified. Planting of lawn
grass bits roots of approved quality, watering and
specified. Planting of lawn grass bits roots of approved
quality, watering, and specified. Planting of lawn grass
watering mowing, weeding etc. maintenance off
developed lawn for a period of 6 months.

2955.00

90.00

S.M

265950.00

Supplying and stacking of fertile soil at site including
royalty and carriage for all leads. (Top 6 inches of good
Earth Soil)

2955.00

310.00

S.M

916050.00

1C

Filling in foundation and plinth with yellow or selected
soil in layer of 20 c¢cm thickness including watering

ramming and consolidationg etc.comp.

1770.00

254.52

CM

450500.40

112D

Supplying on site plants with following specifications .
Plants would be in good condition and of specified
height. The rates would be inclusive of all taxes, sales
tax, Octroi,transportaion etc. complete F.O.R. site.
Conditions of plant would be verified at the time of
selction as well delivery. All complete and as per

instructions of the Engineer-in-charge.

Trees

Lagerstroemia thorell Il - 3.66m ht

30.00

270.00

Nos.

8100.00

Millingtonia hortensis - 3.66m ht

35.00

270.00

Nos.

9450.00

Azadirachta Indica - 2.13m ht

20.00

270.00

Nos.

5400.00

Gresses & Bamboos

Bambusa valgaris - 1.83m ht.

50.00

75.00

Nos.

3750.00

Ferns

Nephrolepis exalotta smithi - 0.45x0.30m

40.00

20.00

Nos.

800.00

Palms

Champa - 3.66m ht.

40.00

270.00

Nos.

10800.00

Total amount of garden

1670800.40

(B) Paver block & Internal Road

Box Cutting the road surface to proper slope and
camber for making base includinng removing the
excavated stuff and depositing on the road side slope as
directed up to 50 mt. lead.

2173.00

66.16

C.M.

143765.68
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112E

Preparation of subgrade with compacting, Leveling and
consolidation of subgrade with miniroller/plate vibrator
machine including watering and filling in depression

occur the process as directed by engineer in charge.

5980.00

4.55

S.M.

27209.00

112F

Providing & laying Granular Sub Base confirming to
Grading Il of Table 400.2 of compacted th. Of 150 mm
with specified graded stone metal and sand mixed in
place and laid with mechanical means spreading with
motor grader and compactiong with vibratory roller
having miimum 80-100 KN static weight to achieve
desired dencity of 98 % of MDD including all material,

labour, machinery with all leads and lifts etc. comp.

898.00

1285.73

C.M.

1154585.54

Providing and laying cement concrete 1: 4: 8 (1 cement :
4coarse sand :8 graded stone aggregates 40 mm
nominal size) and curing complete including cost of|
formwork in:

257.00

2510.86

C.M.

645291.02

112G

providing and laying 200 micron plastic sheet on
prepared sub base as per instruction of Engg. In charge
etc. complete.

3450.00

25.00

S.M.

86250.00

112H

Supplying & filling fine sand (pana) in 150 mm
compacted thickness over the nbase including
necessary compaction, watering etc. compacted. Item
includes levelling byusing vibratory plates compacted

machine and as directed by engineer in charge.

190.00

451.47

C.M.

85779.30

1121

Providing 100mm th. Ready made c.c. kerb of strength
M-20 (Size 300mm X 380mm) purchased from SMC's
approved paverblock manufacturer & setting in line
level and in truly vertical postion, including filling joints
in C.M. 1:1 (1 part of cement : 1 part of stone dust )
smooth pointing in C.M. 1:1 ( 1 part of cement : 1 part
of coarse sand) including watering etc. complete and as
directed by engineer in charge.

R.C.C kerb 380 mm depth and 300 mm width

550.00

236.34

R.MT

129987.00

10

112)

Providing interlocking type Rubber moulding cement
concrete Paver Block of approved shape, design &
colour having 60 mm thickness (M-35) Purchased from
S.M.C's approved paverblock manufactures only & fixing
on fine sand bedding. Item includes leveling by using
vibratory plates compacted machine. Item also includes
all materials, labour, equipments, tools, plants,
watering, cleaning etc. Complete

With colour

1265.00

431.27

S.M

545556.55

Without colour

1265.00

419.15

S.M

530224.75

11

1A

Providing and filling in foundation and plinth with
available of black cotton, Mixed soil or selected soil in
layers of 20 cm. thickness including watering, ramming
and consolidation as directed by engg. incharge etc.
comp.

3294.00

162.08

CM

533891.52
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12

13A

Providing & laying cement concrete Pavement using
1:1.5:3 (1 cement:1.5 sand:3 graded stone agg. 20 mm
nominal size) & Vaccuum Dewatering technique
including floating surface with a skim powder floater,
curing etc. complete.

Internal road

518.00

4413.00

C.M.

2285934.00

13

81

Providing and laying Vitrified anti-skide stone type finish
exterior(parking portion) tiles flooring in flooring,treads
of steps & Landing laid on bed of 16-18 mm (Average)
base of cement mortar 1:6 (1 Cement : 6 Coarse sand)
laid and finished with flush pointing in epoxy grouting
and white and gray cement fixing with chemical and
complete. Size 600mm. x 600mm. (as per approval of
architect's specification ,selection & detail.)

With colour

10.00

1839.43

S.M

18394.33

14

12A

Providing and fixing TMT/ CRS bar reinforcement for
R.C.C. work including binding and placing in position etc.
comp.

7770.00

44.84

Kg.

348406.80

Total amount of Paver block,internal road

6535275.49

(C) WATER SUPPLY AND SANITARY ITEMS

15

124

Providing and constructing simple chamber of 23cm. of
B.B. masonary wall in c.m. 1:5 incl. 15mm. thick cement
plaster in c.m 1:3 inside and out side to exposed faces
R.C.C. top slab with1:2:4 mix (1 cement: 2 sand : 4
grade ston aggregate 20mm size), foundation concrete
1:5:10 with fixing Precast RCC. heavy duty cover on top
etc. inside dimension 455 x 610mm & 450mm deep for
single pipe

35.00

2377.54

No

83213.90

16

124A

Providing, Lowering & laying joining R.C.C NP2 CLASS
pipe in C.M 1:1 of following nominal internal diameters
incl. Testing of pipes and joints etc. Comp

(B) 150 mm dia.

400.00

192.91

R.M

77164.00

17

161

Providing & Fixing P.V.C. pipes (SCH-80) of
Prince/Supreme/Jain/Astral/Tulsi make for water supply
line at all floor levels incl. fixtures like bends, tees, shoe
etc joined with resin of approved brand & manufacture
etc. comp.

(A) 15mm. dia.

48.00

79.00

R.M

3792.00

(B) 25mm. dia.

250.00

135.00

R.M

33750.00

(C) 40mm. dia.

150.00

205.00

R.M

30750.00

18

130

Providing and fixing C.P brass screw down bib tap at all
floor level polished bright etc. comp.

(A) 15mm. dia.

15.00

194.93

No

2923.95

19

Providing and fixing gun metal check or non return full
way wheel valve at floor levels,etc. complete.

(B) 25mm. dia.

8.00

490.86

No

3926.88

(C) 40mm. dia.

8.00

772.65

No

6181.20

Total amount of Plumbing & Sanitation (C)

241701.93
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Area Development ELECTRIFICATION WORK Part -2

Sr No| Description | Qty. Unit Rate Amount
Electrical DTS as Per Volume - 1
Part- -
o1 Internal Wiring
Providing and erecting ISI mark Medium class
RIGID PVC PIPES of following size complete to be
1 erected on/in wall or ceiling erected with necessary
PVC fittings & Junction boxes fixed with adhesive
solution & Clamps with following dia of pipes, in
approved manner as directed
a (b) 25 mm 120.00 Mtr 32.32 3878.40
b (b) 32 mm 550.00 Mtr 53.53 29441.50
SOR 1-3-2
Providing & erecting PVC Corrugated Flexible
2 Conduit with required nos. of coupling, PVC
bushes, Check-nuts etc. complete of following
sizes.
a (2) 25 mm 85.00 Mtr 20.20 1717.00
b (2) 32 mm 75.00 Mtr 25.25 1893.75
SOR 1-3-4
Part- . T
02 LT Switchgear, Distribution Boards & LT Panel
3 SITC of 6 KW capacity Gl Feeder Pillar 1.00 Ea. 31995.00 31995.00
MR
Miniature circuit breaker single pole 6A to 32A
suitable to operate on 240 V A.C. system and
4 having breaking capacity 10 KA to be erected in| 68.00 Ea. 116.15 7898.20
existing box. confirming to 1S 8828/1996 with ISI
Mark Cat. Ill
SOR 3-10-1
Providing & erecting 240 V MCB double pole switch
for motor & inductive load (C Curve) having 10
KA breaking capacity & confirms to IS : 8828 in
5 existing boxghavilcrzg fo):Iowing capacity 3.00 Ea. 309.05 927.15
(A) 6 to 32 Amp. Cat.lll
SOR 3-10-2
Providing & erecting 415 V MCB Four Pole for,
Motor & Inductive Load (C Curve) having 10KA
6 breaking capacity & confirms to IS :8828 in existing
box having following capacity
(A) 6 to 32 Amp. Cat.lll 2.00 Ea. 595.90 1191.80
(c)63 Amp. Cat.lll 0.00 Ea. 757.50 0.00
SOR 3-10-5
Sheets steel powder coated enclosure suitable for
! incorporating Féne/Two Pole MCB. 3.00 Ea. 166.65 499.95
SOR 3-11-4
Sheets steel powder coated enclosure suitable for
8 incorporating Three/Four Pole MCB. 2.00 Ea 313.10 626.20
MR
Providing and erecting Sheet Steel powder coated
MCB distribution board - flush / surface mounted
fitted with busbar, neutral link, earth bar and DIN
9 rail, confirming to IS 13032 and BS 5486-1986
without MCB to house appropriate nos. of
MCBs.(The DBs should be used of same company
of MCB to be used)
(F) Single phase 8 way SS Double door 0.00 Ea 999.90 0.00
(H) Single phase 12 way SS Double door 1.00 Ea 1292.80 1292.80

SOR 3-11-5
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Approved make ELCBs / RCCBs conforming to IS:
12640 and having sensitivity of 30 mA and Short
Circuit withstand capacity of 6 KA and suitable for
operation on single phase 240 V. having

10 characteristic of quick action & tripping with all
advance feature & do not incorporate any electronic
component. for following Max. rating erected as
directed.
(i) 25 Amps.DP- Cat IlI 0.00 Ea. 2323.00 0.00
(if) 40 Amps. DP Cat.llI 0.00 Ea. 2636.10 0.00
SOR 3-12-1
Approved make ELCBs / RCCBs conforming to IS:
12640 and having sensitivity of 30 mA and Short
Circuit withstand capacity of 6 KA and suitable for

11 operation on 3 phase and neutral 415V. having
characteristic of quick action & tripping with all
advance feature & do not incorporate any electronic
component for following Max. rating erected as
directed.
(i) 40 Amps. FP Cat.lll 0.00 Ea. 3110.80 0.00
(iii) 63 Amps. FP - Cat. Il 0.00 Ea. 3585.50 0.00
SOR 3-12-2
Cable Junction Boxes IP 66 “halogen free and

12 weather proof” With Terminal Make: Hensel, MK
93X93X62 MM KF 0202 B 2.00 Ea. 774.50 1549.01
130X130X77 KF 0606 B 2.00 Ea. 1062.63 2125.25
150X210X92 KF 1616 B 4.00 Ea. 1757.79 7031.14
205X255X112 KF 2525 B 4.00 Ea. 2475.81 9903.24
MR

Part- L

03 LT Cables & Cable Termination
Supplying & erecting Flexible PVC insulated

13 multistrand multicore 1.1 KV grade ISI marked
Copper Wires of following Size to be erected as
directed.
d) 1.50 Sg.mm 2 core round PVC sheathed 680.00 Mtr. 30.30 20604.00
h) 2.50 Sg.mm 3 core round PVC sheathed 180.00 Mtr. 75.75 13635.00
h) 4.0 Sg.mm 3 core round PVC sheathed 0.00 Mtr. 126.25 0.00
SOR 1-4-5
(A)Supplying & erecting XLPE(1S:7098)(1)-88 ISI

14 unarmoured copper cable 1.1 KV grade to be
erected as directed of following size.
3 core 4 Sq. mm 0.00 Mtr 181.80 0.00
4 core 4 Sg. mm 0.00 Mtr 232.30 0.00
4 core 6 Sg. mm 0.00 Mtr 353.50 0.00
4 core 10 Sg. mm 0.00 Mtr 555.50 0.00
SOR 4-2-1
(B)Providing and erecting XLPE(IS:7098)(1)-88 ISI
armoured cable multistrand Copper conductor for

15 1.1 KV. to be laid on wall with necessary clamps or
in existing trench / pipe at road crossing or floor of
following size of cable.
4 Core 2.5 Sq. mm 0.00 Mtr. 262.60 0.00
4 core 4 Sq. mm 360.00 Mtr. 353.50 127260.00
4 core 6 Sq. mm 0.00 Mtr 494.90 0.00
4 core 10 Sq. mm 0.00 Mtr 787.80 0.00

SOR 4-4-4
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Providing and erecting XLPE (1S:7098)(1)-88 ISI
armoured cable multistrand Aluminium conductor

16 for 1.1 KV. to be laid on wall with necessary
clamps or in existing trench / pipe of following size
of cables
(b) 4 core 6 Sq. mm 0.00 Mtr. 131.30 0.00
(c) 4 core 10 Sg. mm 750.00 Mtr. 146.45 109837.50
SOR 4-3-4
Making trench in soft soil of suitable width of 90
17 cms deep for laying ca_bl_e or locating the fault _aII 600.00 Mitr. 45.45 27270.00
over the run and backfilling the same and making
the surface as normal ground.
SOR 4-5-1
Making trench in Hard Murrum / Tar Road of
suitable width of 90 cms or required depth for
18 laying any size of cable or locating the fault all over| 180.00 Mtr. 60.60 10908.00
the run and back filling the same and making the
surface as normal ground.
SOR 4-5-2
Providing & laying. R.C.C. hume pipe for cable to
be laid 90 cms. below ground across the road
19 crossing or on floor with necessary material in an
approved manner and making the ground as per
original.
(A) 250 mm dia 60.00 Mtr 277.75 16665.00
(B) 150 mm dia 80.00 Mtr 247.45 19796.00
SOR 4-5-7
Providing & laying. Double walled corrugated pipes
(DWC) of polyethylene(conforming to IS 14930 Il
)with necessary connecting accessories of same
20 material at required depth for laying of cable.
below ground / road surface for enclosing cable
and back filling the same to make ground as per
original.
(A) 0.D. 50/1.D. 38 mm dia 750.00 Mtr. 146.45 109837.50
(B) O.D. 90 /76 1.D. mm dia 0.00 Mtr. 217.15 0.00
SOR 4-5-8
Cable Termination
Providing and, fixing heavy duty flange type brass
cable gland with rubber ring for PVC insulated
21 . : .
armoured cable complete with out going tails,
insulating tape etc for following size of cables.
(c) 2to 4 core 6 Sq. mm 36.00 Each 40.40 1454.40
(d) 2 ot 4 core 10 Sq. mm 100.00 Each 40.40 4040.00
SOR 4-6-1
Solder less crimping type Aluminium lugs
conforming to IS suitable for cable of following size
22 evenly crimped with high pressure tool & connected
to switchgear terminals with brass/cadmium plated
nut bolts in an approved manner.
(A) 1.5/ 2.5/4/6 Sq.mm 160.00 Each 5.05 808.00
(C) 10/16 Sg.mm. 400.00 Each 15.15 6060.00
SOR 4-7-1
Solder less crimping type Copper lugs conforming
to IS suitable for cable of following size evenly
crimped with high pressure tool & connected to
23 switchgear terminals with brass/cadmium plated nut{  32.00 Each 8.08 258.56
bolts in an approved manner.
(A) 1.5/2.5 t0o 6 Sg.mm
SOR 4-7-2
Providing and erecting ISI marked PVC insulated
PVC Sheathed Flat flexible Submersible copper
24 cable approved make of following Size.
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(b) 3 Core x 2.5 Sq. mm.

0.00

Mtr.

90.90

0.00

(c) 3 Core x4 Sq. mm

0.00

Mtr.

126.25

0.00

SOR 9-7-1

25

Manhole

Construction of man holes as per following
specifications for providing passages to lay the
cables.

Providing 900 mm(B) x 900 mm(W) X 1000 mm(D)
manhole complete with 6" thick brick wall,
plastering on both sides and providing C.I. hinged
cover complete in all respect.

11.00

Each

3535.00

38885.00

MR

Part-
04

Outdoor Light Fixtures

26

Providing & erecting Indoor / Outdoor type High
Brightness SMD-WP-5050 (IP 68) LED chip comes
with flexible ribbon with self adhesive back provide
even light spread with 120 degree viewing angle
suitable for outdoor version, Water proof Master or
Nano Profile. Rated wattage 2.88, with 1M LED
Strip with driver and its housing box for Warm
white / Blue / Magenta / White / RGB Final Decison
is Taken By EIC/Consultant

120.00

Mtr

1500.00

180000.00

MR

27

Supplying and erecting 80W LED outdoor type
facade flood light fittings with new generation,
energy saving, environmental friendly, long life
aesthetically designed made of pressure die-cast
aluminium IP 65 housing with diffused lighting.
120 to 300V, Power Factor more than 0.9, THD <
10%, CCT 3000K to 6500K, Uniformity ratio > 0.7,
Luminaire efficacy > 85 lumens/watt. LED driver,
efficiency > 85%. CREE / OSRAM / PHILIPS
LUMILEDS / NICHIA / SEOUL / BRIDGELUX
(U.S.A) make LED used for luminaire. Equivalent
make of Havells JETA Linear, Philips, Crompton,
Schreder. Final Decison is Taken By
EIC/Consultant

12.00

EACH

15890.00

190680.00

MR

28

Supplying and erecting LED indoor fittings with
LEDs of wattage 0.2 Watt to 0.5 Watt assembled
on single MCPCB, with housing used as a heat|
sink shall be made of thick sheet Steel conforming
to IS: 513/CRCA polyester powder coated and high
U.V. & corrosion resistance with diffuser and/or
Polycarbonate optics with company mark/name

120 to 300 V,Power Factor more than 0.9, THD <
10 %,

CCT 4000 K to 6500K, Uniformity ratio >0.7,
Luminaire efficacy> 85 lumens/watt ,

LED driver efficiency > 85 %

CREE / OSRAM / PHILIPS Lumileds / NICHIA /
SEOUL/Bridgelux(U.S.A.)) make LED used for
luminaire. (Each fitting required LM-79 & LM-80
Certificates) (F) Under Water Light,12V DC
including Driver,IP-67 with die-cast/deep drawn
housing with impact resistance clear toughened
glass.

(a) 5-8 watts Cat Ill.

0.00

EACH

2262.40

0.00

(b) 12 watts Cat IIl.

0.00

EACH

2767.40

0.00

14-01-F
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29

Supplying and erecting LED street light / Flood light
fittings with High power White LEDs wattage of
1Watt and above assembled on single MCPCB,
efficiency more than 130 Im/w and corrosion free
High pressure die cast aluminum housing with
smooth finish powder coated and heat sink
extruded aluminium with diffuser and Polycarbonate
optics/ lenses with company mark/name engraved
or embossed

120 to 300 V,Power Factor more than 0.95, THD <
10 %, CCT 5000 K to 5700K,

Uniformity ratio >0.45, Luminaire efficacy> 85
lumens/watt . LED driver efficiency > 85 %.

CREE / OSRAM / PHILIPS Lumileds / NICHIA /
SEOUL/ BridgeLux (U.S.A.) make LED used for
luminaire. ( Each fittings required LM-79 & LM-80
certificates) (A) Street Light (IP-65), Surge -4KV

© Above 24 watts to 36 watts Cat lll

0.00

EACH

5807.50

0.00

(d) above 36 to 48 watts Cat lll.

30.00

EACH

8938.50

268155.00

14-02-A

30

Supplying and erecting LED street light / Flood light
fittings with High power White LEDs wattage of
1Watt and above assembled on single MCPCB,
efficiency more than 130 Im/w and corrosion free
High pressure die cast aluminum housing with
smooth finish powder coated and heat sink
extruded aluminium with diffuser and Polycarbonate
optics/ lenses with company mark/name engraved
or embossed

120 to 300 V,Power Factor more than 0.95, THD <
10 %, CCT 5000 K to 5700K,

Uniformity ratio >0.45, Luminaire efficacy> 85
lumens/watt . LED driver efficiency > 85 %.

CREE / OSRAM / PHILIPS Lumileds / NICHIA /
SEOUL/ BridgeLux (U.S.A.) make LED used for
luminaire. ( Each fittings required LM-79 & LM-80
certificates) (D) Post Top Lantern LED fitting
comprises of Copper dust finish cast aluminum
spigot and spun aluminum canopy fixed with opal
polycarbonate, pipe arrangement for vertical
mounting,open construction driver and accessories
wired upto terminal block.

() 40W Cat Ill

20.00

EACH

13029.00

260580.00

14-02-D

31

Supplying and erecting LED street light / Flood light
fittings with High power White LEDs wattage of
1Watt and above assembled on single MCPCB,
efficiency more than 130 Im/w and corrosion free
High pressure die cast aluminum housing with
smooth finish powder coated and heat sink
extruded aluminium with diffuser and Polycarbonate
optics/ lenses with company mark/name engraved
or embossed

120 to 300 V,Power Factor more than 0.95, THD <
10 %, CCT 5000 K to 5700K,

Uniformity ratio >0.45, Luminaire efficacy> 85
lumens/watt . LED driver efficiency > 85 %.

CREE / OSRAM / PHILIPS Lumileds / NICHIA /
SEOUL/ BridgeLux (U.S.A.) make LED used for
luminaire. ( Each fittings required LM-79 & LM-80
certificates) 'F ) Bollard LED fittings mounted on 60
cms high rotomoulded LLDPE pillar duly grouted on
a concrete base by means of four nos of M8 X 75
mm studs with necessary base ring.

(b) 15 W,1275 Lumens, Surge -4KV Cat lll

18.00

EACH

6251.90

112534.20
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14-02-F

Providing & erecting approved make Outdoor Type
Water Proof Medium Step Light with Graphite Black
Finish painted cast aluminium clear acrylic cover,

32 with baffles and accessories. 220V- 4X3W Hi| 20.00 EACH 3595.60 71912.00
Power LED concealed fittings, Including its Driver
and accessories Make : Philips, Havells,
Crompton or PRISHA (ALO-053)
MR
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Part-
06

Earthing System

33

Supplying and erecting eartn pit of minimum bore
dia. 150 mm. size, approved make Safe Earthing
Electrode, consisting of pipe-in-pipe trechnology as
per IS 3043-1987, made of corrosion free g. i.
pipes, having outer dia. of 50 mm., having 80-200
micron galvanizing, inner pipe dia. of 25 mm,,
having 200-250 micron galvanizing, connection
terminal dia. of 12 mm., with constant ohmic value,
surrounded by highly conductive compound with
high charge dissipation, suitable for the following
type of applications.

Length of pipe : 2.00 mts.

Backfilling compound : 02 nos. bags of 25 Kgs.

1.00

Kg

9059.70

9059.70

SOR 3-14-9

34

Pipe type earthing having 150 cms. long and 2.5
cms. dia. galvanized iron pipe with coupling and
buch buried in specially prepared earth pit complete
with necessary 8 SWG earth wire. (for Street Light)
. With using salt and charcoal / coke as required for,
pipe type earthing. - to be used for each Street
Light

50.00

Ea.

434.30

21715.00

SOR 3-14-6-A

35

Providing and erecting requried size Hot Deep
Galvanised Iron strip for earthing

45.00

Kg

90.90

4090.50

SOR 3-14-2

36

Providing and erecting Annealed bare Copper 8 to
16 SWG

18.00

Kg

717.10

12907.80

SOR 3-14-4

37

Providing and erecting Hot Deep Galvanised Iron
wire 8 SWG

0.00

Kg

90.90

0.00

SOR 3-14-5

Part-
07

Street Light

38

Providing and fixing approved make Octagonal
poles. Made from sheet steel. The pole should be
made as per IS. and shall be coated with hot dip
galvanizing as per IS 2629/4759. with required
base plate suitable suspend local wind speed to be
erected on existing foundation.

(C) 5 mtr. Long, 70 mm Top X 130 mm bottom dia, 3 mm
thickness.

0.00

Ea.

8029.50

0.00

(D) 6 Mtr. Long 70 mm Top X 135 mm bottom dia, 3 mm
thickness

30.00

Ea.

9494.00

284820.00

SOR 6-1-4

39

Providing street light pole bracket consisting of
Light Class MS.pipe of 4.2 cms. outside dia.
complete with suitable M.S. sleeve tubing of
approximate 45 cms. and length suitable for 76.5
mm / 80mm. / require size pole top having sufficient
fastners for fixing the brackets and having spread
of 1 mtr. length with suitable rise as per site
condition & suitable welded stiffener reducer and
nipple with check nut complete painted with one
coat of Red oxide / PU base primer and two coats
of Aluminium / PU paint. paint with following nos of
arms.

[A] Single Arm bracket 1 Mtr

30.00

Ea.

606.00

18180.00

[B] Double Arm Bracket 1 Mtr

0.00

Ea.

818.10

0.00

SOR 6-5-1

40

CC Founfation for Pole up to 6 Meter Heigh Pole as
per detail drawing & specification.

450x450x1000mm

50.00

Ea.

4000.00

200000.00
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MR

41

Powder coating shall be applied on Pole (4 Mtr
Pole) as per IS 13871 :1993 (Colour Should be
decide by Incharge Engineer.

20.00

Ea.

801.00

16020.00

MR

42

Supply and erecting Surface mounting AC
Distribution Box Includes water tight socket (IP 67)
with Splash proof Plugs (IP 44) for 3 Pin, 2P +E
240V AC Complete set with Clamp, Covers, Screws
and necessary accessories. Equivalent make of
C&S (CS60046)

22.00

Ea.

1595.80

35107.60

MR

43

Providing and fixing approved make Conical Poles
(Medium Duty ) Made from CR sheet steel. The
pole should be made as per IS. and shall be coated
with hot dip galvanizing as per IS 2629/4759. with
required base plate as erected on existing
foundation. The length of poles are as below.

(B) 4 Mtr. Long 70 mm Top X 130 mm bottom dia, 3
mm thickness.

20.00

Ea.

6969.00

139380.00

SOR 6-1-6.

44

Supplying & erecting approved make SMC press
moulded composite FRP. loop-in, loop-out approx.
2mm thick box complete with bakelite connector
strip 4way & hinged doors having locking
arrangements with mounting clamp with nuts, bolts
& washers suitable for erection on pole with cable
clampsé& earth bolt of following size of box.

(b) 250mm x 200mm x 100mm [deep

20.00

Ea.

555.50

11110.00

SOR 6-4-3.

Total OF Area Lighting

2445541.15

Total OF Area Development

10893318.97

1B

Abstract sheet (COMPOUND WALL, ENTRY GATE)
(A) DEMOLITION WORK
Re-bar process ,providing supplying and fixing the rebar

by making appropriate diameter of hole of minimum
150mm depth for reinforcement and cleaning the same.
The standard approved (directed by engineer in charge)
chemical shall be used for proper bonding.Rate shall
include all lead, lift, material, labour, transportation,

scafolding, etc complete.

8 mm

10 mm

12 mm

16 mm

Boaring holes 3.5 mt deep in ordinary soil(for cast in situ
piles) & disposal of the surpluse excavated soil as
directed within lead of 50 mt.

loose or soft soil

for 250 mm dia

for 300 mm dia
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20.00
20.00
20.00
20.00

120.00
350.00

S.O.R RATE 15-16

80.00
90.00
125.00
210.00

189.48
227.45

NO.
NO.
NO.
NO.

R.M
R.M

1600.00
1800.00
2500.00
4200.00

22737.60
79607.50




13A

13A

1A

12A

35

Excavation for foundation including sorting out and
stacking off useful materials and disposing of the
excavated stuff up to 50 mt. lead and all lift, watering
etc.comp.

Beam

(1) upto 1.5 mt. Depth

(2)1.50 to 3.00 mt. Depth

Providing and laying cement concrete 1: 4: 8 (1 cement
: 4coarse sand :8 graded stone aggregates 40 mm
nominal size) and curing complete including cost of
formwork in:

(A) Foundation and plinth

Providing and laying cement concrete work 1:11/2:3 (1
cement :11/2 coarse sand :3 graded stone aggregate 20
mm nominal size) and curing complete including cost of
form work ubt excluding cost of reinforcement for

reinforced concrete work in :
(A) foundation, footing, base of columns and mass
concrete

Providing and laying ordinary cement concrete 1:1
1/2:3 (1 cement :11/2 coarse sand :3 graded stone
aggregate 20mm nominal size) and finishing smooth
etc. complete including cost of form work but excluding

the cost of reinforcement for R.C.C. work in:

(A) COLUMNS:

(1) Having cross sectional area 0.085 to 0.12 sq. mt .

upto GF
(2) Having cross sectional area 0.085 to 0.12 sq. mt .

upto GF

(B) Ground Beam:

(1)Having c/s area up to 0.08s.mt

upto G.L./P.L.

(2) Having cross sectional area 0.08 to 0.12 sq. mt.

upto G.L./P.L.
(C1)R.C.C PARDI
At Ground Floor

(D) Lintel:

At Ground Floor

( E ) Chhajja:

At Ground Floor

Filling in trenches with available excavated earth in layer
not exceeding 20 cm in depth consolidating each

deposited layer by ramming & watering

Providing and fixingTMT/CRS bar reinforcement for
R.C.C. work including binding and placing in position etc.
comp.

Upto G.L./P.L.

Providing and constructing brick work using fly ash
building bricks having crushing strength not less than 35
kg/sqcm. in foundation and plinth in cement mortar 1:6

(1 cement :6 fine sand) etc. comp.
At ground floor
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114.00
0.00

38.00

0.00

13.00

56.50

16.00

44.50

54.00

0.00

0.00

0.00

23947.00

115.00

67.97
75.35

2510.86

3666.06

7810.09

7081.88

6523.35

6052.69

6885.56

5930.48

3942.30

79.79

44.84

3081.51

C.M.
C.M.

C.M.

C.M.

C.M.

C.M.

C.M.

C.M.

C.M.

C.M.

C.M.

C.M.

Kg.

C.M.

7748.58
0.00

95412.68

0.00

101531.20

400126.22

104373.60

269344.71

371820.24

0.00

0.00

0.00

1073783.48

354373.65



10

11

12

13

14

15

16

17

18

37

91

94

98

99

96

69

75

Half Brick masonary in fly -ash brick having crushing
strength not less than 35 kg/sq.cm. in foundation and

plinth in cement mortar 1:4(1cement:4 fine sand)
At ground floor

Providing & Applying 10mm.th.cement plaster in single
coat on brick/ concrete walls similar surfaces for
plastering & finished even & smooth with a floating coat
of cement slurry mixed with admixture of lime or neeru
in required proportion etc. comp. in C.M 1:3 (1 cement

: 3sand)

(A) For wall and similar surfaces
At Ground Floor

(B) For ceilings & soffits

At Ground Floor

Providing and applying 20mm. thick sand faced cement
plaster on walls or similar surfaces at all floor
levels,consisting of 12mm avrerage thick backing coat of
C.M. 1:3 (1 cement :3 sand ) and 8mm thick finishing

coat of C.M. 1:1(1 cement :1sand).
At Ground Floor

Providing 35 mm wide throating or plaster drip and

moulding it to R. C. C. chajja etc. comp.. For all floor
At Ground Floor

Pro. smooth plaster patta
At Ground Floor

Providing 20 mm deep finished groove in plaster in line

and level etc. Comp. For all Floor (M.R.)
At Ground Floor

Providing & applyin Decorative natural stone texture
Coat Synthetic plaster consisting of crushed natural
stone chips of 0.5 to 4 mm size in proper gradation,
bonded with Synthetic Resins, Adhesives and various
additives and applied two coats of 3 of 2.5 mm
approximately

At Ground Floor

Providing & Laying green polished kota stone slab
flooring at all floor levels,over 20 mm av.th.base of C.M.
1:6(1cement: 6 sand) laid over&joined with grey cement
slurry incl. Rubbing & polishing etc. comp.

(A) 22 mm. (Tolerance +/- 2mm) For all Floor
At Ground Floor

Providing & laying granite slab 18mm thick in flooring,
treads of steps and landing laid on bed of 20mm thick
cement mortar 1:6 (1 Cement : 6 coarse sand) or lime
mortar 1:1.5 laid and finished with flush pointing in
white or colour cement including rubbing and polishing
complete. (Basic Rate:- Rs.1614.0/S.M.)
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0.00

0.00

0.00

2368.00

0.00

1064.00

2122.00

201.00

10.00

97.00

445.41

114.13

129.89

210.08

25.25

25.00

25.00

1856.10

595.90

2374.00

S.M.

S.M

S.M

S.M

R.M

R.M

R.M

S.M

S.M

S.M.

0.00

0.00

0.00

497469.44

0.00

26600.00

53050.00

373076.10

5959.00

230278.00



Providing & laying granite slab 18mm thick in skirting,
risers of steps, dedo and pillars laid on 10mm thick
cement mortar 1:4 (1 Cement : 4 Coarse sand) and
finished with flush pointing in white or colour cement
including rubbing & polishing comp.. (Basic Rate:-
Rs.1614.0/S.M.) 0.00 2409.00 S.M. 0.00

19 76

20 Labour Charges For Half Round Edge For Granite 547.00 150.00 R.M 82050.00

Providing & applying two coats of weather shield max
paint (3 coats may be required in case of darker
colours.)of ICI Dulux or Apex Ultima of Asian Paint
including applying exterior acrylic primer coat as per
manufacturers specification and directions in shade and
colour approved by architects, on exterior surfaces of
the building including scaffolding, preparing the surface,
watering, curing etc. complete and as directed by the
architects and manufacturers.

Surface Preparation :

surface is thoroughly clean, dry and free from all loose
dirt, chalk, grease, fungi, algae and flaking paint. This
can be achieved by brushing with a wire/ stiff coir
brush, followed by water jetting if required. Fill up all
minor cracks and defects with white cement and sand
mixture in the ratio 1:3. For application on previously
painted wall, previous coatings of paint must be
thoroughly scraped off and Clean the surface
thoroughly using wire brushes.

Priming:

Apply a liberal coat of exterior acrylic primer and allow
it to dry for 4-5 hours. Application of putty is not
recommended.

Minimum 4-6 hours duration is required between each c
Ground Floor

(A) For wall 2368.00 74.00 S.M 175232.00

21 102

Providing and fixing M.S. Gate of required pattern to

wooden frames of windows etc. at all floor levels with

M.S. flats at requuired spacing & frame aroundsquare

or reound bars with round headed bolts & nuts or by

crews incl. Priming coat of Red lead paint etc. comp.

Ground Floor 2150.00 60.89 Kg 130919.74

22

Providing & fixing M.S. Grills of required pattern to
wooden frames of windows etc. at all floor levels with
M.S. flats at required spacing & frame around square or

23 49 round bars with round headed bolts & round headed
bolts and nuts or by screws incl. Priming coat of Red
lead paint etc. comp. (A) Plain Grill For all floors

All Floor 13210.00 66.19 KG. 874369.90

Providing & applying painting twocoats at all floor levels
on new steel other metal surface with synthetic enemal
24 103 | paint, brushing interior to give an even shade incl.
Claning the surface of all dirt, dust & other foreign
matter etc. comp.
Ground Floor 664.00 45.85 S.M. 30444.40

Total amount of Compound wall 5370408.04

PROPOSED DRIVER LOUNGE AND GAS BASED DG SET AND SECURITY CABIN WORK IN CITY COMMAND CENTER AT
UDHANA MAGDALA ROAD ALTHAN (ATHAWA ZONE) , SURAT

| | ABSTRACT SHEET (Part-4)
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SOR 2015-2016

tem No

Description

5

Rate

per

Amount

WORK UPTO PLINTH LEVEL

Excavation for foundation including sorting out and stacking
off useful materials and disposing of the excavated stuff up to

50 mt. lead and all lift, watering etc.comp.

(1)0 to 1.50 mt. depth

57.00

67.97

C.M.

3874.46

(2)1.5to 3.0 mt. Depth

55.00

75.35

C.M.

4144.03

Providing and laying cement concrete 1: 4: 8 (1 cement :
4coarse sand :8 graded stone aggregates 40 mm nominal size)

and curing complete including cost of formwork in:

(A) Foundation and plinth

19.50

2259.37

C.M.

44057.72

1B

Boaring holes 3.5 mt deep in ordinary soil(for cast in situ
piles) & disposal of the surpluse excavated soil as directed
within lead of 50 mt.

loose or soft soil

for 250 mm dia

10.00

189.48

R.M

1894.76

10

Providing & laying cement concrete 1:Z:4 (I cement:.Z sand:&
graded stone agg. 20 mm nominal size)& curing comp.
Includ.cost of form work but exclu. Cost of reinforcement for
reinforced concrete work in :

(A) foundation, footing, base of columns and mass concrete

0.50

3203.72

C.M.

1601.86

13A

PTOVIOINE amy TdyITTE CETMENT COTCIete WOTK 1117273 (L
cement :11/2 coarse sand :3 graded stone aggregate 20 mm
nominal size) and curing complete including cost of form work
ubt excluding cost of reinforcement for reinforced concrete
work in :

(A) foundation, footing, base of columns and mass concrete

7.00

3666.06

C.M.

25662.44

13A

Providing and laying ordinary cement concrete 1:11/2:3 (1
cement :11/2 coarse sand :3 graded stone aggregate 20mm
nominal size) and finishing smooth etc. complete including

cost of form work but excluding the cost of reinforcement for|
PCC wnrvlin.

(A) COLUMNS:

(1) Having cross sectional area up to 0.085 sq. mt .

upto G.L./P.L.

0.00

7810.09

C.M.

0.00

(2) Having cross sectional area up to 0.085 to 0.12 sq. mt .

upto G.L./P.L.

6.00

7081.88

C.M.

42491.30

(3) Having cross sectional area more then 0.12 sq. mt .

upto G.L./P.L.

0.00

6229.44

C.M.

0.00

(B)Beam:

(1) Having cross sectional area upto 0.085 sm.

upto G.L./P.L.

0.00

6523.35

C.M.

0.00

(2) Having cross sectional area more than 0.085 sq. mt and
upto 0.12 sg.mt.

upto G.L./P.L.

10.00

6052.69

C.M.

60526.93

(3) Having cross sectional area more than 0.12 sq.mt.

upto G.L./P.L.

0.00

5502.24

C.M.

0.00

12A

Providing and fixing TMT/ CRS bar reinforcement for R.C.C.

work including binding and placing in position etc. comp.

Upto G.L./P.L.

3410.00

44.84

Kg.

152918.04

35

Providing and constructing brick work using fly ash building
bricks having crushing strength not less than 35 kg/sqcm. in
foundation and plinth in cement mortar 1:6 (1 cement :6 fine

sand) etc comn

12.00

3081.51

C.M.

36978.12

upto G.L./P.L.

Page 55




Filling in trenches with available excavated earth in layer not

9 1A |exceeding 20 cm in depth consolidating each deposited layer
by rammine & waetring 100.00 79.79 CM. 7979.00
Filling in foundation and plinth with yellow or selected soil in
10 1C  |layer of 20 cm thickness including watering ramming and
consolidationg etc.comn 100.00 254.52 CM. 25452.00
Providing and applying 20mm. thick sand faced cement
plaster on walls or similar surfaces at all floor
1 94 levels,consisting of 12mm avrerage thick backing coat of C.M.
1:3 (1 cement :3 sand ) and 8mm thick finishing coat of C.M.
1:1(1 camant :1cand)
upto G.L./P.L. 48.00 210.08 S.M. 10083.84
Providing & laying granite slab 18mm thick in flooring, treads
of steps and landing laid on bed of 20mm thick cement|
12 75 mortar 1:6 (1 Cement : 6 coarse sand) or lime mortar 1:1.5
laid and finished with flush pointing in white or colour cement
including rubbing and polishing complete. (Basic Rate:-
nedcaanicnan
Ground Floor 5.00 2374.00 S.M 11870.00
Providing & laying granite slab 18mm thick in skirting, risers of|
steps, dedo and pillars laid on 10mm thick cement mortar 1:4|
13 76 (1 Cement : 4 Coarse sand) and finished with flush pointing in
white or colour cement including rubbing & polishing comp..
(Basic Rate:- Rs.1614.0/S.M.)
Ground Floor 2.50 2409.00 S.M 6022.50
Providing and laying polished kota stone of machine cut edge
slab 22mmth.in riser of steps or treads, dedo and pillars,
14 78 centre piece not less than 1.2 mt. in width and side as per
design, laid on 10 mm. thick cement morater 1:3 (1cement : 3
coarse sand ) joined and polished etc. complete.
Ground Floor 0.00 651.45 S.M 0.00
Total amount upto plinth (A) 435557.00
WORK ABOVE PLINTH LEVEL
Providing and laying ordinary cement concrete 1:11/2:3 (1
cement :11/2 coarse sand :3 graded stone aggregate 20mm
15 13A  |nominal size) and finishing smooth etc. complete including
cost of form work but excluding the cost of reinforcement for|
RCC winrlin:
(A) Columns :
(1) Having cross sectional area up to 0.085 sq. mt .
Ground floor 0.00 7810.09 C.M. 0.00
Terrace floor 0.00 7844.03 C.M. 0.00
(2) Having cross sectional area up to 0.085 to 0.12 sq. mt .
Ground floor 4.00 7081.88 C.M. 28327.53
Terrace floor 0.50 7115.82 C.M. 3557.91
(3) Having cross sectional area more than 0.12 sq. mt .
Ground floor 0.00 6229.44 C.M. 0.00
Terrace floor 0.00 6263.38 C.M. 0.00
(B)Beam:
(1) Having cross sectional area up to 0.085 sq. mt.
Ground floor 7.50 6523.35 C.M. 48925.14
(2) Having cross sectional area more than 0.085 sq. mt and
upto 0.12 sg.mt.
Ground floor 0.00 6052.69 C.M. 0.00
(3) Having cross sectional area more than 0.12 sq.mt.
Ground floor 0.00 5502.24 C.M. 0.00
(€) Slab:
(1) Slabs having more than 8 Cm & upto 10 Cm thickness.
Ground floor 0.00 5838.57 C.M. 0.00

(2) Slabs having more than 10 Cm & upto 13 Cm thickness.
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Ground floor 19.00 5561.83 C.M. 105674.82
(3) Slabs having more than 13 Cm thickness.
Ground floor 0.00 5285.09 C.M. 0.00
(D) Lintel :
Ground floor 0.50 5930.48 C.M. 2965.24
(E) Chajja :
Ground floor 1.00 3942.30 C.M. 3942.30
Providing and laying cement concrete work 1:11/2:3 (1
cement :11/2 coarse sand :3 graded stone aggregate 20 mm
16 13A  |nominal size) and curing complete including cost of form work
but excluding cost of reinforcement for reinforced concrete
‘(:Z\r)";tlanircases including landings etc.
Ground floor 0.00 4813.13 C.M. 0.00
(B) Vertical Fins
Ground floor 0.00 6885.56 C.M. 0.00
Providing and fixing TMT/ CRS bar reinforcement for R.C.C.
17 12A  |work including bending,binding and placing in position etc.
comnp. upto floor two level
Ground floor 3270.00 44.84 Kg 146639.88
Terrace floor 90.00 45.45 Kg 4090.50
Providing and constructing brick work using fly ash building
18 35 bricks having crushing strength not less than 35 kg/sqcm. in
super structure in cement mortar 1:6 (1 cement :6 fine sand)
etc comn
Ground floor 55.00 3081.51 C.M. 169483.05
Terrace floor 20.00 3116.86 C.M. 62337.20
Providing and constructing half brick masonary in fly ash
19 37 building bricks having crushing strength not less than 35
kg/sgcm. in cement mortar 1:4 (1 cement :4 coarse sand )
curing ete comn
Ground floor 0.00 445.41 S.M. 0.00
Terrace floor 0.00 450.36 S.M. 0.00
Providing and applying 10mm. thick cement plaster in single
coat on brick/concretewalls for plastering and finished even
20 9 and smooth with a floating coat of near cement slurry mixed
with proportion etc. complete in cement mortar 1:3 (1
(A)wt"o::/vazlltaﬁr:;s\imilar surfaces
Ground floor 290.00 114.13 S.M 33097.70
Terrace floor 25.00 132.01 S.M 3300.18
(B) for ceilings and soffits of stairs
Ground floor 165.00 129.89 S.M 21431.19
Terrace floor 0.00 146.45 S.M 0.00
Providing and applying 20mm. thick sand faced cement
plaster on walls or similar surfaces consisting of 12mm. thick
A % backing coat of c.m. 1:3 ( 1 cement : 3 sand ) and 8mm. thick
finishing coat of c.m. 1:1 ( 1cement : 1 sand ) etc. comp.
All Floor 345.00 210.08 S.M 72477.60
22 o8 Providing 35 mm wide throating or plaster drip and moulding
it to R. C. C. chajja etc. comp.. For all floor
All Floor 25.00 25.25 R.M 631.25
23 99 Prov.20mm deep finished groove ..etc.comp (MR)
All Floor 25.00 25.00 R.M 625.00
Providing & laying green polished kota stone slab flooring
at all floor levels over 20mm av. th. base of C.M 1:6
24 69

Laid over & joined with grey cement slurry incl. rubbing

& polished etc. (A)22mm (tolerance+/-2mm)
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All Floor

0.00

595.90

S.M

0.00

25

78

Providing and laying polished kota stone of machine cut edge
slab 22mmth.in riser of steps or treads, dedo and pillars,
centre piece not less than 1.2 mt. in width and side as per
design, laid on 10 mm. thick cement morater 1:3 (1cement : 3
coarse sand ) joined and polished etc. complete.

All Floor

0.00

651.45

S.M

0.00

26

75

Providing & laying granite slab 18mm thick in flooring, treads
of steps and landing laid on bed of 20mm thick cement|
mortar 1:6 (1 Cement : 6 coarse sand) or lime mortar 1:1.5
laid and finished with flush pointing in white or colour cement
including rubbing and polishing complete. (Basic Rate:-

Deacaanl/c nal

All Floor

0.00

2374.00

S.M

0.00

27

77

Providing & laying granite slab 18mm thick in Window-
Door seal Frame Etc laid on 10mm thick cement mortar
1:4 (1 Cement : 4 Coarse sand) with nessary adhesive
material and finished with flush pointing in white or
colour cement, including rubbing & polishing comp..
(Basic Rate:- Rs.1200.0/S.M.)

All Floor

15.00

1904.00

SM

28560.00

(A) Labour Charges For Half Round Edge For Granite

49.00

150.00

RM

7350.00

(B) Labour Charges For Quater Round Edge For Granite

0.00

90.00

RM

0.00

(C ) Labour Charges For Edge Finished For Granite

0.00

50.00

RM

0.00

28

79

Providing & laying 100% vetrified tile 15-16mm thick anti-
skidd (MATT OR SARTIN) of Restile,
Asian,Qtone,Sunheart, Tocco,Asian make in flooring,treads of
steps & Landing laid on bed of 20 mm (Average) base of|
cement mortar 1:6 (1 Cement : 6 Coarse sand) on new surface
or fixing on existing flooring by adhesive material including|
dismentaling of existing flooring and jointed with colour|
cement slurry including finished with flush pointing & cleaning|
the surface etc. comp.Size 600 x 1200(Size may be very as per|
architech selection or suggation) (Basic Rate-914.6/S.M.)

All Floor

0.00

1080.00

S.M

0.00

29

80

Providing & laying Vitrified tiles of 8mm thick of Orient,
Kajaria, Jhonson, Nitco, Somani, Bell, Asian or Euro make in
flooring,treads of steps & Landing laid on bed of 20 mm
(Average) base of cement mortar 1:6 (1 Cement : 6 Coarse
sand) or lime mortar 1:1.5 laid and finished with flush
pointing in white or colour cement complete. Size 24" x 24"
(a) Light Shade (Basic Rate-Rs.412.0/S.M.)

All Floor

164.00

660.54

S.M

108328.56

30

79

Providing & laying 100% vetrified tile 15-16mm thick of
Restile,Asian,Qtone,Sunheart,Tocco,Asian make in
flooring,treads of steps & Landing laid on bed of 20 mm
(Average) base of cement mortar 1:6 (1 Cement : 6 Coarse
sand) on new surface or fixing on existing flooring by adhesive
material including dismentaling of existing flooring and
jointed with colour cement slurry including finished with flush
pointing & cleaning the surface etc. comp.Size 800 x 1500 /
1800 x 900 / 1200 x 1200 (Size may be very as per architech
selection or suggation) (Basic Rate-.1022.20/S.M.)

All Floor

0.00

1210.00

S.M

0.00
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31

51

Providing and fixing FRP FRAME size 125 x 65 mm and 35 mm
thick FRP shutter with wood grain raised panneled design
finish shutter having extra reinforcement on sides & edges in
Gel coat finish. The core of the shutter & frmae is to be filed
up with injected polyurethene foam done in situ along with
embedded wooden pieces for stiffening & also taking hinges
& fixtures. The whole FRP frame & shutter is to be water
proof weather proof,termite proof &resistance to mild
acid/alkali. Rates are to be inclusive of S.S.hinges with
fastener sleeve & alluminium fixtures & fastentings. Product
should have 3 years performance guarantee and company
have 1SO 9001-2000 certificate.

Ground Floor

0.00

3861.23

S.M

0.00

32

50A

Providing & fixing 35mm.th. Flush Door Solid Double Core
type Both Face water proof Ply Vennered & 1.5 mm
th.laminate shall be pasted on both side with adhesives as
specified by the manufacturers. The laminate shall be as per|
approved shade & texture, of make incl. Sal wood frames of|
finished size 12cm x 7cm.incl. S.S. Hinges with nessary screws
& Anodized aluminum fixtures & fastenings For all Floor

Salwood Frame with Flush Sutter

9.00

3270.00

S.M

29430.00

33

164

Providing and fixing window having extruded Aluminium
colour Powder Coated Section Frame main Outer Size
63.5mm x 38.1mm x 1.95mm( of Jindal Section No. 4605 @
Wt. of 1.094 Kg./Mt.) Horozontal Two track member size
61.85mm x 31.75mm x 1.20mm(of Jindal Section No. 8687, @
Wt. 0.695Kg./Mt.) Vertical Member of size 61.85mm x|
31.75mm x 1.30mm (of Jindal Section No. 8758, @ Wt. 0.659
Kg./Mt.) with sliding shutters of Horizontal member size
40mm x 18mm x 1.29mm(of Jindal Section No. 8947 @ Wt. of
0.456 Kg./Mt.) Vertical Member of size 40mm x 15mm x|
1.29mm (of Jindal Section No. 8948 @ Wt. of 0.457 Kg./Mt.)
with 5mm thick transparent bronze colour tinted float glass
with powder coated Aluminium fittings & fixtures &
trasparent silicon sealant glass fixing to frame as per detail
etc. complete.

(A) Same as above but Colour anodized

7.50

2042.22

S.M

15316.65

34

167

Providing and fixing standared extruded of aluminium section
of size 61 x 37.0 x0.90 mm (of Jindal section no.14080, @ Wt.
0.471 Kg per mt) with colour powder coated alluminium
frame for Lovered Glass ventilation with 4 mm thick Figured
glass as details etc. complete for ventilation.

(A) Same as above but Colour anodized

0.50

1800.00

S.M.

900.00

35

49

Providing & fixing M.S. Grills of required pattern to wooden
frames of windows etc. at all floor levels with M.S. flats at|
required spacing & frame around square or round bars with
round headed bolts & round headed bolts and nuts or by
screws incl. Priming coat of Red lead paint etc. comp. (A) Plain
Grill For all floors

All Floor

240.00

66.16

KG.

15877.20

36

103

Providing & applying painting two coats at all floor levels on
new steel other metal surface with synthetic enemal paint,
brushing interior to give an even shade incl. cleaning the
surgace of all dirt, dust & other foreign matter etc. comp. (A)

Car nlain arill far all flaar

All Floor

8.00

45.85

S.M

366.83

37

101

Providing and applying wall Painting with two coats of acrylic
emulsion plastic paint of approved brand over existing surface to
give an even shade & surface free from mortar dropping & other

foreign matter & sand papered smooth etc. comp.

All Floor

Page 59




(A) for wall and similar surfaces

315.00

50.40

S.M

15875.69

(B) for ceilings and soffits

165.00

50.40

S.M

8315.84

38

102

Providing & applying two coats of weather shield max paint (3
coats may be required in case of darker colours.)of ICI Dulux
or Apex Ultima of Asian Paint including applying exterior|
acrylic primer coat as per manufacturers specification and
directions in shade and colour approved by architects, on
exterior surfaces of the building including scaffolding,
preparing the surface, watering, curing etc. complete and as
directed by the architects and manufacturers.

Surface Preparation :

surface is thoroughly clean, dry and free from all loose dirt,
chalk, grease, fungi, algae and flaking paint. This can be
achieved by brushing with a wire/ stiff coir brush, followed by
water jetting if required. Fill up all minor cracks and defects
with white cement and sand mixture in the ratio 1:3. For|
application on previously painted wall, previous coatings of|
paint must be thoroughly scraped off and Clean the surface
thoroughly using wire brushes.

Priming:

Apply a liberal coat of exterior acrylic primer and allow it to
dry for 4-5 hours. Application of putty is not recommended.

Ground Floor

(A) For wall (MR)

393.00

74.00

S.M

29082.00

Total amount Above plinth (B)

966909.26

PLUMBING AND SANITATION

39

122

Prov. & Fixing S.W. Gully trap with C.l.grating brick masonary
(C.M 1:5)chamber & water tight Pre cast R.C.C. cover off
300mmx300mm size (inside) includ. plastering smooth inside
& outside 15mm. th' in C.M.1:3 etc. comp. (i) Square mouth
traps---(A) 100mm x 300mm Size -P type

(B) 150mm x 100mm Size- P Type

2.00

905.72

No

1811.44

40

124

Providing & construction simple chamber of 23 cm. th'
B.B. Masonary in C.M 1:5 with cement plaster 15 mm
th'in C.M. 1:3 inside & outside to exposed faces, R.C.C.
top slab with 1:2:4 mix ( 1 cement: 2 Sand : 4 Grade
stone aggregate 20mm size) ,Foundation concrete
1:5:10 & fixing C.I. cover with frame to be not less than
38 kg. On top etc. comp. Inside dimension,455 x 610
mm &450 mm deep for single pipe

0.00

2796.69

No

0.00

Same As Above But Precast RCC Heavy Duty Cover
Isstead of C.I. Cover

1.00

2377.54

No

2377.54

41

124A

Providing, Lowering & laying joining R.C.C NP2 CLASS
pipe in C.M 1:1 of following nominal internal diameters

incl. Testing of pipes and joints etc. Comp

(B) 150 mm dia.

50.00

192.91

RM

9645.50

42

158

Providing and fixing U-PVC pipes confirming to IS no.
13592 (Type "A") of Prince/ Suprime/Jain make for rain
water at all floor levels incl. fixtures like bends, tees,
shoe etc joined with resin of approved brand &

manufacture etc. comp.

(B) 110mm. dia.

20.00

221.00

RM

4420.00

43

Providing & fixing G.l. Rain water spout of 50 mm.dia &
30 cm length etc.

All floors level

20.00

109.08

No.

2181.60
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Providing & fixing Z - clamps at all floor levels of

approved design to C.I. S.C.I or PVC pipes including the

44 153
cost of cutting holes & making good the wall etc.
Complete - 100 mm. dia. (M.R.)
(A) 40 TO 50 mm Dia. 0.00 42.00 No 0.00
(B) 75 TO 90 mm Dia. 0.00 55.00 No 0.00
(C) 110 mm Dia. 25.00 70.00 No 1750.00
45 149 Providing and fixing in position P.V.C. cowl vent to pipes
of prince, suprim, jain make etc. comp.
(A) 75 mm Dia. 0.00 32.00 No 0.00
(B) 100 mm Dia. 4.00 52.00 No 208.00
154,155 (1) The whole work is to be executed through
46 specialised agency with a guarntee of 10 years given no
a prescribed proforma duly stamped
(2) the rate shall niclude for work at all floors and
conducting water proof test as directed.
(A) Providing and laying water proofing treatment to
vertical and horizontal surfaces of depressed portions off
W.C.,kitchen and the like consisting of :
(a) | course of applying cement slurry @ 4.4 kg/sqm
mixed with water proofing compound conforming to IS :
2645 in recommended proportions.
(b) 1l course of a layer of plaster in C.M. 1:3 with water
proofing compound confirming to 1S:2645 about 25
mm. th' in the floor of the depression & about 18mm th'
On the side walls of the depression up to the floor
level, water proofing plaster about 18 mm. th' be
continued on the walls above the floor level for a height
of 600 mm. with surface suitable to receive further
treatment
(c) Finishing top with stone aggregate 10mm to 12mm
nominal size spreading @0.008 C.M./S.M., thoroughly|
embedad in plaster layer.
as per specifications & instructions of Engineer in
charge
0.00 259.00 SM 0.00
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(B) Providing and laying integral cement based water
proofing treatment including preparation of surface as
required for treatment of roofs, balconies, terraces etc.
consisting of following operations.

(a) Applying and grouting a slurry coat of neat cement
using 2.75 kg/sqm of cement admixed with proprietary
water proofing compound comforming to 15:2645 over
the R.C.C. slab including cleaning the surface before
tratment.

(b) Laying cement concrete using broken bricks/brick
bats 25 mm to 100 mm size with 50% of cement mortar
1:5 (1 Cement 5 Coarse sand) admixed with
proprietary water proofing compound conforming to
1S:2645 ,brick bats is finally covered by jointless cement
plaster 20mm th. in C.M. 1:4 added with special water
proofing compound confirming to 1S:2645 & top smooth
finished with trowel with false chequered marking off
300 mm.size.The treatment is carried along the vertical
surface of the parapet & other adjoining wall up to
height of about 300 mm in a shape of quarter round
vata Incl. curing etc. Comp. With average thickness off
120 mm and minimum thickness at khurra as 65 mm.

(c) The whole terrace so finished shall be flooded with
water for a minimum period of two weeks for curing
and for final test. All above operations to be down in
order and as directed and specified by the engineer-in-
charge. With average thickness of 120 mm and
minimum thickness at khurra as 65 mm.

0.00

430.00

SM

0.00

47

156

Prepering the surface after cleaning for application and
applying of Three coat of cool garud then Two coat of
cool top and single coat of transeal for Water proofing
as per Engineer in charge (Any extra Scaffolding,Crack
Filling with PU/ Acraclic Putty will be Charged ) Rate
including all taxes.

165.00

608.00

SM

100320.00

48

81A

Providing and laying broken chine mosaic flooring for
terrace using 12mm to 20 mm broken pieces of glaze
tiles to be laid over cement mortar 1:3 to plain or slope
and to be tempered to bring mortar creme out upto
surface using white cement including rounding off|
junctions and rxtnding them upto 15 cm along the wall,
clearing with water and oxalic acid etc. as directed.
(Rate as per R&B sor 2015-16 page no :- 149)

165.00

483.79

SM

79825.35

Total amount of Plumbing & Sanitation ( C)

202539.43

DRIVER LOUNGE AND GAS BASED DG SET AND SECURITY CABIN ELECTRIFICATION WORK Part - 4

Sr No|

Description

| aty.

Unit

Rate

Amount

Electrical DTS As Per ELE.Volumn - |

Part-
01

Internal Wiring
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Point wiring for Light / Bell with 2-1.5 sqg.mm &
earthwire of 1.5 sq.mm (Green) both are of ISI
marked 1.1 KV grade FRLS PVC insulated
multistrand copper wires, in following type of pipe
to be erected concealed in/ on surface on
wall/ceiling complete with 6A Modular type switch /
bell push & accessories and earth continuity of
following type, erected on PVC / Metallic box, single
mounting base frame covered with
textured/metallic front plate modules erected on / in
wall / ceiling as per pipe erected, with necessary
Lamp holder/ceiling rose / H.D.Connector as
directed.

With  medium class Rigid PVC pipe and
accessories. Cat.lll

13.00

Pt.

424.20

5514.60

SOR 1-2-1

Point wiring for Secondary Light with 2-1.5 sq.mm
& earthwire of 1.5 sg.mm (Green) both are of ISI
marked 1.1 KV grade FRLS PVC insulated
multistrand copper wires, in following type of pipe
to be erected concealed in/ on surface on
wall/ceiling complete with 6A Tissino ISI marked
flush type switch / bell push & accessories erected
on Metal/PVC Box covered with 3 mm thick PC (
Polycarbonate)acrylic sheet with necessary Lamp
holder/ceiling rose / H.D.Connector as directed.

(a) with medium class Rigid PVC pipe and
accessories

0.00

NO.

121.20

0.00

SOR 1-1-4

Point wiring for FAN with 2-1.5 sg.mm & earth wire
of 1.5 sg.mm (Green) both are of .ISI marked 1.1
KV Grade FRLS PVC insulated multistrand copper|
wires, in following type of pipe to be erected Open/
concealed in / flushed on wall/ceiling complete with
6A Modular type switch and hum free EME four or
more step type electronic fan regulator with
separately mounted and accessories with earth
continuity of following type erected on PVC /
Metallic box, single mounting base frame covered
with textured/metallic front plate modules erected
on / in wall / ceiling as per pipe erected. with
necessary ceiling rose / H.D.Connector as directed.
(&) with medium class Rigid PVC pipe and
accessories. Cat.lll

4.00

Pt.

606.00

2424.00

SOR 1-2-2

Point wiring for Individual Plug with & earth wire of
1.5 sq.mm (Green) both are of ISI marked 1.1 KV
grade FRLS PVC insulated multistrand copper|
wires, in following type of to be erected Open/
concealed in / on surface of wall / ceiling complete
with Modular type switch & 5 pin Plug erected on
PVC / Metallic box covered with appropriate front
plate modules erected on / in wall / ceiling as per pi
pe erected with following type of accessories.

[1] For 6A Plug with 2-1.5 sg.mm Cu. Wire (a) with
medium class Rigid PVC pipe and accessories.
Cat. llI

4.00

Pt.

449.45

1797.80

[ For 16A Plug with 2-2.5 sg.mm Cu. Wire (a)
with  medium class Rigid PVC pipe and
accessories. Cat. lll

4.00

Pt.

676.70

2706.80

[1ll] For 16A Plug with 2-4 sq.mm Cu. Wire (a) with
medium class Rigid PVC pipe and accessories.

Cat. 1l

0.00

Pt.

797.90

0.00
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SOR 1-2-3

Point wiring for Looped Plug with 6A Modular type
switch & 5 pin socket erected on PVC / Metallic
box, single mounting base frame covered with
textured / metallic front plate modules erected on /
in wall / ceiling with following type accessories. Cat.
11

9.00

Pt.

242.40

2181.60

SOR 1-2-4

Point wiring for Two Way Controlled Light Point with
2-1.5 sg.mm & earth wire of 1.5 sg.mm (green)
both are of .ISI marked 1.1 KV grade FRLS PVC
insulated multistrand copper wires, in following type!
of pipe to be erected Open/ concealed in/ flushed
on wall/ ceiling, complete with 6A Modular type
switches and following type of accessories erected
on PVC/ Metallic box, single mounting base frame
covered with textured/ metallic front plate modules
erected on/ in wall/ ceiling as per pipe erected. With
necessary batten/angle holder or ceiling rose or
H.D.Connector as directed.(a) with medium class
Rigid PVC pipe and accessories Cat. lll

0.00

Pt.

535.30

0.00

SOR 1-2-5

Mains with 1.1 K.V .grade FRLS PVC insulated ISI
marked Stranded Copper conductor wire in rigid
pvc pipe to be erected concealed in / flushed on
wall / ceiling with 1.5 Sg.mm. copper conductor
FRLS PVC insulated stranded wire of green color
for earth continuity of following size . (a) with
Medium class Rigid PVC pipe and accessories.

2 wire 1.5 sgmm.

250.00

Mtr

60.60

15150.00

(o

2 wire 2.5 sgmm.

350.00

Mtr

80.80

28280.00

3 wire 2.5 sg. mm

0.00

Mtr

101.00

0.00

SOR 1-4-1

Mains with 1.1 KV grade FRLS PVC insulated ISI
marked stranded Copper conductor wire in
following type of pipe to be erected in / on wall /
ceiling with 2.5 sq. mm copper conductor FRLS
PVC insulated stranded wire of green colour for
earth continuity of following size

(a) with medium class Rigid PVC pipe and
accessories

2 wire 4 sq. mm

0.00

Mtr

111.10

0.00

(o

3 wire 4 sq. mm

0.00

Mtr

143.42

0.00

4 wire 6 sq. mm

0.00

Mtr

262.60

0.00

SOR 1-4-2

Providing & Erecting approved make following size
of TV Co-axial flexible cable comprising inner
conductor of solid bare copper insulated with Foam
PE & Secondary conductor made of poly -
Aluminium film bonded Al. Braids @ suitable
coverage overall sheathed with black PVC
insulation. b).RG-6

100.00

Mtr

30.30

3030.00

SOR 1-4-6

10

Supplying & erecting Delton or approved make
Telephone Cable electrolytic copper conductor PE
insulation twisted in two pairs, & wrapped with
FRLS PVC tape & sheathed with FRLS PVC or
HFFR outer Jacket suitable for telephone wiring &
confirming to C-DOT erected in existing pipe. of
following size of conductors & nos.of pairs. With
necessary connections.

[A] Conductor Size 0.5 mm (a) Unarmoured

0.00

2) Two Pairs

150.00

Mtr

14.14

2121.00

5) Ten Pairs

0.00

Mtr

50.50

0.00
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6) Twenty Pairs

0.00

Mtr

101.00

0.00

SOR 1-4-7

11

Supplying & erecting approved make LAN cable of
following size in existing pipe as per direction

[D] CAT -6 e

0.00

Mtr

70.70

0.00

SOR 1-4-8

12

Providing and erecting ISI mark Medium class
RIGID PVC PIPES of following size complete to be
erected on/in wall or ceiling erected with necessary
PVC fittings & Junction boxes fixed with adhesive
solution & Clamps with following dia of pipes, in
approved manner as directed

(b) 25 mm

250.00

Mtr

32.32

8080.00

(b) 32 mm

0.00

Mtr

53.53

0.00

SOR 1-3-2

Providing & erecting PVC Corrugated Flexible
Conduit with required nos. of coupling, PVC
bushes, Check-nuts etc. complete of following
sizes.

(2) 25 mm

25.00

Mtr

20.20

505.00

(2) 32 mm

0.00

Mtr

25.25

0.00

SOR 1-3-4

Accessories mounted with PVC / metallic box,
covered with appropriate front plate modules
erected with necessary connection.

Two pin RJ-11 Telephone socket with top Cat. 11l

4.00

Ea.

161.60

646.40

T| o

TV Co-axial Socket outlet - Cat Ill

1.00

Ea.

161.60

161.60

O

Modem Jack for Computer Open RJ-45 Cat. llI

2.00

Ea.

161.60

323.20

6/16Amp. Universal socket Cat. lll

5.00

Ea.

202.00

1010.00

16/20/25 Amp. Modular Starter for Motor / A.C. Unit
Complete Cat. lll

0.00

Ea.

505.00

0.00

SOR 1-2-6

15

Providing & erecting Switch board for Computer or,
electric apparatus consisting of following items in
single board erected on PVC / Metal board with 3
mm thick PC (Polycarbonate) / Acrylic sheet
erected as directed

1 no. 6A/16A universal plug-switch combined.

4 nos. 6A Switch

4 nos. 6A 5 pin Plug

[B] For Modular Type Accessories Cat. lll

0.00

Ea.

1151.40

0.00

SOR 1-6-2

Part-
02

LT Switchgear, Distribution Boards & LT Panel

16

Miniature circuit breaker single pole 6A to 32A
suitable to operate on 240 V A.C. system and
having breaking capacity 10 KA to be erected in
existing box. confirming to IS 8828/1996 with ISI
Mark Cat. Il

6.00

Ea.

116.15

696.90

SOR 3-10-1

17

Providing & erecting 240 V MCB double pole switch
for motor & inductive load (C Curve) having 10
KA breaking capacity & confirms to IS : 8828 in
existing box having following capacity

(A) 6 to 32 Amp. Cat.lll

4.00

Ea.

309.05

1236.20

SOR 3-10-2

18

Sheets steel powder coated enclosure suitable for
incorporating One/Two Pole MCB.

4.00

Ea.

166.65

666.60

SOR 3-11-4
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Providing and erecting Sheet Steel powder coated
MCB distribution board - flush / surface mounted
fitted with busbar, neutral link, earth bar and DIN

19 rail, confirming to IS 13032 and BS 5486-1986
without MCB to house appropriate nos. of
MCBs.(The DBs should be used of same company|
of MCB to be used)
(F) Single phase 8 way SS Double door 1.00 Ea 999.90 999.90
SOR 3-11-5
Approved make ELCBs / RCCBs conforming to IS:
12640 and having sensitivity of 30 mA and Short
Circuit withstand capacity of 6 KA and suitable for

20 operation on single phase 240 V. having
characteristic of quick action & tripping with all
advance feature & do not incorporate any electronic
component. for following Max. rating erected as
directed.
(i) 25 Amps.DP- Cat IlI 2.00 Ea. 2323.00 4646.00
(i) 40 Amps. DP Cat.llI 0.00 Ea. 2636.10 0.00
SOR 3-12-1

Pg;t- LT Cables & Cable Termination

Supplying & erecting Flexible PVC insulated

21 multistrand multicore 1.1 KV grade ISI marked
Copper Wires of following Size to be erected as
directed.
d) 1.50 Sg.mm 2 core round PVC sheathed 150.00 Mtr. 30.30 4545.00
h) 2.50 Sg.mm 3 core round PVC sheathed 0.00 Mtr. 75.75 0.00
h) 4.0 Sg.mm 3 core round PVC sheathed 200.00 Mtr. 126.25 25250.00
SOR 1-4-5
Manhole
Construction of man holes as per following
specifications for providing passages to lay the
cables.

22 Providing 900 mm(B) x 900 mm(W) X 1000 mm(®@)|  2%° Each | 3535.00 7070.00
manhole complete with 6" thick brick wall,
plastering on both sides and providing C.I. hinged
cover complete in all respect.
MR

szt' Indoor Light Fixtures

Providing & Erecting white stove enamelled
channel type/ Industrial type flourescent fitting with
open ended through reflector complete with
Electronic ballast (THD<10%) complete with holder
erected with lead wire and connections with one

23 tube 36 Watt (Min 3250 Lumen) 120 cms and 0.00 Each 1090.80 0.00

adapter if requried. (Cat-111)
Equivalent to PHILIPS- TMC501 1xTLD36W EBT
OR Havell's-LHFYBYG10B1W036, LSSLOWO0008

SOR 2-7-3
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24

Supplying and erecting LED indoor fittings with
LEDs of wattage 0.2 Watt to 0.5 Watt assembled
on single MCPCB, with housing used as a heat
sink shall be made of thick sheet Steel conforming
to IS: 513/CRCA polyester powder coated and high
U.V. & corrosion resistance with diffuser and/or
Polycarbonate optics with company mark/name

120 to 300 V,Power Factor more than 0.9, THD <
10 %,

CCT 4000 K to 6500K, Uniformity ratio >0.7,
Luminaire efficacy> 85 lumens/watt ,

LED driver efficiency > 85 %

CREE / OSRAM / PHILIPS Lumileds / NICHIA /
SEOUL/Bridgelux(U.S.A.) make LED used for
luminaire. (Each fitting required LM-79 & LM-80
Certificates) (A) Tube Light with integral/ non-
integral driver (d) 20-22 Watts, Surge - 4KV,IP-20,
4 feet Catlll

8.00

EACH

979.70

7837.60

14-01-A

25

Supply, Erection, Testing & Commissioning of 10
watt LED Bulk Head luminary, having min. 600
lumen out put, with housing made of high pressure
die cast aluminum & Poly carbonate front diffuser,
IP66 protected & having impact resistance of 1K09.
Make: Philips, Havells, Bajaj, Crompton, C&S,
Schreder

0.00

Each

2149.00

0.00

MR

26

Supplying and erecting LED indoor fittings with
LEDs of wattage of 0.2 Watt to 0.5 Watt
assembled on single MCPCB, with housing used as
a heat sink shall be made of thick sheet Steel
conforming to IS : 513 / CRCA polyester powder|
coated and high U.V & corrosion resistance with
diffuser and/ or Polycarbonate optics with company|
mark / name engraved or embossed. 120 to 300V,
Power Factor more than 0.9, THD < 10%, CCT
4000K to 6500K, Uniformity ratio > 0.7, Luminaire
efficacy > 85 lumens/watt. LED driver efficiency >
85%. CREE / OSRAM / PHILIPS LUMILEDS /
NICHIA / SEOUL / BRIDGELUX (U.S.A) make LED
used for luminaire. (Each fitting required LM-79 &
LM-80 certificates) (C) Square /Circular, Surface /
Recessed Mounted Downlight with provision for,
spring loaded mounting clips complete. Final
Decison is Taken By EIC/Consultant

(a) 5-7 watts, Surge - 2KV Cat lll.

0.00

Ea.

545.40

0.00

(b) 10-15 watts, Surge-4KV Cat IIl.

0.00

Ea.

1111.00

0.00

(C)20-24 watts, Surge-4KV  Cat lll.

0.00

Ea.

2020.00

0.00

14-01-C

Part-
06

Fan & Related Accessories

27

Providing and erecting Approved make Power
Saving Max. 50 Watt Ceiling fan with double ball
bearing ISI mark with condenser A.C. 230V.50
¢/s.1200 mm. sweep complete having 3 blades with
aluminium blades with canopy and 30 cms. down
rod erected on existing hook or clamp with 24/0.2 ,
3 core flexible wire with earthing. [5 star Rating as
per list declared by BEE]

4.00

Ea.

2090.70

8362.80

SOR 5-1-6
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28

Supplying & erecting fan hook box of 10 mm M.S.
round bar bounded to the RCC bars up to 50mm
length each side and pierced through a 16 Gauge
M.S. box / Heavy Duty PVC box complete erected
concealed in Ceiling with necessary finishing.

4.00

Ea.

126.25

505.00

SOR 5-2-3

Part-
07

Earthing & Fire Safety

29

Providing and erecting requried size Hot Deep
Galvanised Iron strip for earthing

5.00

Kg

90.90

454.50

SOR 3-14-2

30

Supplying & erecting carbon dioxide (CO2) fire
extinguisher user of following capacity with necessary
clamps made from 50 x 6 mm M.S. Flat with nut & bolts
grouted in wall complete.

2.00

Ea

7777.00

15554.00

10-2-21.

31

Supplying & erecting ABC powder type 'Ceasefire' type
Fire extinguisher as per IS 13849 or 1 Kg capacity with

necessary clamp for erection on wall

2.00

Ea

999.90

1999.80

10-2-22.

(H) Total Amount of Electrical Rs.

153756.30

Total Amount DRIVER LOUNGE AND GASBASED DG SET AND SECURITY CABIN

1,758,761.99

Page 68




1 City Command Control Center civil work 152,844,360.69
2 Area Development and Plot Electrical Work 10,893,318.97
3 Compound wall , flowerbed, Low Height pardi work 5,370,408.04
4 Driver Lounge, Gas Based DG Set And Security Cabin work 1,758,761.99

TOTAL 170,866,849.69

SIGNATURE OF THE CONTRACTOR.

GENERAL MANAGER (IT)

SURAT SMART CITY DEVELOPMENT LIMITED

NAME AND ADDRESS :-
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